ETSITS129 272V8.3.0 



(2009-06) 



Technical Specification 

Universal Mobile Telecommunications System (UMTS); 

LTE; 

Evolved Packet System (EPS); 

Mobility Management Entity (MME) 

and Serving GPRS Support Node (SGSN) 

related interfaces based on Diameter protocol 

(3GPP TS 29.272 version 8.3.0 Release 8) 



J^tP 





3GPP TS 29.272 version 8.3.0 Release 8 1 ETSI TS 1 29 272 V8.3.0 (2009-06) 



Reference 



RTS/TSGC-0429272V830 
Keywords 



LTE, UMTS 



£75/ 

650 Route des Lucioles 
F-06921 Sophia Antipolis Cedex - FRANCE 

Tel.: +33 4 92 94 42 00 Fax: +33 4 93 65 47 16 

Siret N°348 623 562 00017 - NAF 742 C 
Association a but non lucratif enregistree a la 
Sous-Prefecture de Grasse (06) N° 7803/88 



Important notice 



Individual copies of the present document can be downloaded from: 
http://www.etsi.orq 

The present document may be made available in more than one electronic version or in print. In any case of existing or 

perceived difference in contents between such versions, the reference version is the Portable Document Format (PDF). 

In case of dispute, the reference shall be the printing on ETSI printers of the PDF version kept on a specific network drive 

within ETSI Secretariat. 

Users of the present document should be aware that the document may be subject to revision or change of status. 

Information on the current status of this and other ETSI documents is available at 

http://portal.etsi.orq/tb/status/status.asp 

If you find errors in the present document, please send your comment to one of the following services: 

http://portal.etsi.orq/chaircor/ETSI support.asp 

Copyright Notification 

No part may be reproduced except as authorized by written permission. 
The copyright and the foregoing restriction extend to reproduction in all media. 

© European Telecommunications Standards Institute 2009. 
All rights reserved. 

DECT™, PLUGTESTS™, UMTS™, TIPHON™, the TIPHON logo and the ETSI logo are Trade Marks of ETSI registered 

for the benefit of its Members. 
3GPP™ is a Trade Mark of ETSI registered for the benefit of its Members and of the 3GPP Organizational Partners. 

LTE™ is a Trade Mark of ETSI currently being registered 

for the benefit of its Members and of the 3GPP Organizational Partners. 

GSM® and the GSM logo are Trade Marks registered and owned by the GSM Association. 



ETSI 



3GPP TS 29.272 version 8.3.0 Release 8 2 ETSI TS 1 29 272 V8.3.0 (2009-06) 



Intellectual Property Rights 



IPRs essential or potentially essential to the present document may have been declared to ETSI. The information 
pertaining to these essential IPRs, if any, is publicly available for ETSI members and non-members, and can be found 
in ETSI SR 000 314: "Intellectual Property Rights (IPRs); Essential, or potentially Essential, IPRs notified to ETSI in 
respect of ETSI standards", which is available from the ETSI Secretariat. Latest updates are available on the ETSI Web 
server ( http://webapp.etsi.org/IPR/home.asp) . 

Pursuant to the ETSI IPR Policy, no investigation, including IPR searches, has been carried out by ETSI. No guarantee 
can be given as to the existence of other IPRs not referenced in ETSI SR 000 314 (or the updates on the ETSI Web 
server) which are, or may be, or may become, essential to the present document. 



Foreword 

This Technical Specification (TS) has been produced by ETSI 3rd Generation Partnership Project (3GPP). 

The present document may refer to technical specifications or reports using their 3GPP identities, UMTS identities or 
GSM identities. These should be interpreted as being references to the corresponding ETSI deliverables. 

The cross reference between GSM, UMTS, 3 GPP and ETSI identities can be found under 
http://webapp.etsi.org/key/queryform. asp . 



ETSI 



3GPP TS 29.272 version 8.3.0 Release 8 3 ETSI TS 1 29 272 V8.3.0 (2009-06) 



Contents 



Intellectual Property Rights 2 

Foreword 2 

Foreword 7 

1 Scope 8 

2 References 8 

3 Definitions, symbols and abbreviations 9 

3.1 Definitions 9 

3.2 Symbols 9 

3.3 Abbreviations 10 

4 General Description 10 

5 MME - HSS (S6a) and SGSN - HSS (S6d) 10 

5.1 Introduction 10 

5.2 Mobility Services 10 

5.2.1 Location Management Procedures 10 

5.2.1.1 Update Location 10 

5.2.1.1.1 General 10 

5.2.1.1.2 Detailed behaviour of the MME and the SGSN 12 

5.2.1.1.3 Detailed behaviour of the HSS 12 

5.2.1.2 Cancel Location 13 

5.2.1.2.1 General 13 

5.2.1.2.2 Detailed behaviour of the MME and the SGSN 14 

5.2.1.2.3 Detailed behaviour of the HSS 14 

5.2.1.3 Purge UE 14 

5.2.1.3.1 General 14 

5.2.1.3.2 Detailed behaviour of the MME and the SGSN 15 

5.2.1.3.2 Detailed behaviour of HSS 15 

5.2.2 Subscriber Data Handling Procedures 15 

5.2.2.1 Insert Subscriber Data 15 

5.2.2.1.1 General 15 

5.2.2.1.2 Detailed behaviour of the MME and the SGSN 16 

5.2.2.1.3 Detailed behaviour of HSS 17 

5.2.2.2 Delete Subscriber Data 17 

5.2.2.2.1 General 17 

5.2.2.2.2 Detailed behaviour of the MME and the SGSN 18 

5.2.2.2.3 Detailed behaviour of the HSS 19 

5.2.3 Authentication Procedures 19 

5.2.3.1 Authentication Information Retrieval 19 

5.2.3.1.1 General 19 

5.2.3.1.2 Detailed behaviour of the MME and the SGSN 20 

5.2.3.1.3 Detailed behaviour of the HSS 21 

5.2.4 Fault Recovery Procedures 21 

5.2.4.1 Reset 21 

5.2.4.1.1 General 21 

5.2.4.1.2 Detailed behaviour of the MME and the SGSN 22 

5.2.4.1.3 Detailed behaviour of the HSS 22 

5.2.5 Notification Procedures 23 

5.2.5.1 Notification 23 

5.2.5.1.1 General 23 

5.2.5.1.2 Detailed behaviour of the MME and the SGSN 25 

5.2.5.1.3 Detailed behaviour of the HSS 25 

6 MME - EIR (S13) and SGSN - EIR (S13') 26 

6.1 Introduction 26 



ETSI 



3GPP TS 29.272 version 8.3.0 Release 8 4 ETSI TS 129 272 V8.3.0 (2009-06) 

6.2 ME Identity Check Procedures 26 

6.2.1 ME Identity Check 26 

6.2.1.1 General 26 

6.2.1.2 Detailed behaviour of the MME and the SGSN 27 

6.2.1.3 Detailed behaviour of the EIR 27 

7 Protocol Specification and Implementation 28 

7.1 Introduction 28 

7.1.1 Use of Diameter base protocol 28 

7.1.2 Securing Diameter Messages 28 

7.1.3 Accounting functionality 28 

7.1.4 Use of sessions 28 

7.1.5 Transport protocol 28 

7.1.6 Routing considerations 28 

7.1.7 Advertising Application Support 28 

7.1.8 Diameter Application Identifier 29 

7.2 Commands 29 

7.2.1 Introduction 29 

7.2.2 Command-Code values 29 

7.2.3 Update-Location-Request (ULR) Command 30 

7.2.4 Update-Location- Answer (ULA) Command 31 

7.2.5 Authentication-Information-Request (AIR) Command 31 

7.2.6 Authentication-Information- Answer (AIA) Command 31 

7.2.7 Cancel-Location-Request (CLR) Command 32 

7.2.8 Cancel-Location- Answer (CLA) Command 32 

7.2.9 Insert-Subscriber-Data-Request (IDR) Command 32 

7.2.10 Insert-Subscriber-Data- Answer (IDA) Command 33 

7.2.11 Delete-Subscriber-Data-Request (DSR) Command 33 

7.2.12 Delete-Subscriber-Data- Answer (DSA) Command 33 

7.2.13 Purge-UE-Request (PUR) Command 34 

7.2.14 Purge-UE-Answer (PU A) Command 34 

7.2.15 Reset-Request (RSR) Command 34 

7.2.16 Reset- Answer (RS A) Command 35 

7.2.17 Notify-Request (NOR) Command 35 

7.2.18 Notify- Answer (NO A) Command 35 

7.2.19 ME-Identity-Check-Request (ECR) Command 36 

7.2.20 ME-Identity-Check- Answer (ECA) Command 36 

7.3 Information Elements 37 

7.3.1 General 37 

7.3.2 Subscription-Data 40 

7.3.3 Terminal-Information 41 

7.3.4 IMEI 41 

7.3.5 Software-Version 41 

7.3.6 3GPP2-MEID 41 

7.3.7 ULR-Flags 41 

7.3.8 ULA-Flags 42 

7.3.9 Visited-PLMN-Id 42 

7.3.10 Feature-List AVP 43 

7.3.11 Requested-EUTRAN-Authentication-Info 48 

7.3.12 Requested-UTRAN-GERAN-Authentication-Info 48 

7.3.13 RAT-Type 48 

7.3.14 Number-Of-Requested- Vectors 48 

7.3.15 Re- Synchronization-Info 48 

7.3.16 Immediate-Response-Preferred 48 

7.3.17 Authentication-Info 49 

7.3.18 E-UTRAN-Vector 49 

7.3.19 UTRAN-Vector 49 

7.3.20 GERAN-Vector 50 

7.3.21 Network-Access-Mode 50 

7.3.22 HPLMN-ODB 50 

7.3.23 Item-Number 50 

7.3.24 Cancellation-Type 50 



ETSI 



3GPP TS 29.272 version 8.3.0 Release 8 5 ETSI TS 129 272 V8.3.0 (2009-06) 

7.3.25 DSR-Flags 51 

7.3.26 DSA-Flags 52 

7.3.27 Context-Identifier 53 

7.3.28 Void 53 

7.3.29 Subscriber-Status 53 

7.3.30 Operator-Determined-Barring 53 

7.3.31 Access-Restriction-Data 53 

7.3.32 APN-OI-Replacement 54 

7.3.33 All-APN-Configurations-Included-Indicator 54 

7.3.34 APN-Configuration-Profile 54 

7.3.35 APN-Configuration 55 

7.3.36 Service-Selection 56 

7.3.37 EPS-Subscribed-QoS-Profile 56 

7.3.38 VPLMN-Dynamic-Address-Allowed 56 

7.3.39 STN-SR 56 

7.3.40 Allocation-Retention-Priority 56 

7.3.41 AMBR 56 

7.3.42 MIP-Home-Agent-Address 57 

7.3.43 MIP-Home-Agent-Host 57 

7.3.44 PDN-GW-Allocation-Type 57 

7.3.45 MIP6-Agent-Info 57 

7.3.46 RAT-Frequency-Selection-Priority-ID 57 

7.3.47 IDA-Flags 57 

7.3.48 PUA-Flags 58 

7.3.49 NOR-Flags 58 

7.3.50 User-Id 58 

7.3.51 Equipment- Status 58 

7.3.52 Regional-Subscription-Zone-Code 59 

7.3.53 RAND 59 

7.3.54 XRES 59 

7.3.55 AUTN 59 

7.3.56 KASME 59 

7.3.57 Confidentiality-Key AVP 59 

7.3.58 Integrity-Key AVP 59 

7.3.59 KcAVP 59 

7.3.60 SRES 59 

7.3.61 Void 59 

7.3.62 PDN-Type 59 

7.3.63 Trace-Data AVP 60 

7.3.64 Trace-Reference AVP 60 

7.3.65 Trace-Depth-List AVP 60 

7.3.66 Network-Element-Type AVP 60 

7.3.67 Trace-Depth AVP 61 

7.3.68 Trace-NE-Type-List AVP 61 

7.3.69 Trace-Interface-List AVP 61 

7.3.70 Trace-Event-List AVP 61 

7.3.71 OMC-IdAVP 61 

7.3.72 GPRS-Subscription-Data 61 

7.3.73 Complete-Data-List-Included-Indicator 61 

7.3.74 PDP-Context 61 

7.3.75 PDP-Type 62 

7.3.76 Void 62 

7.3.77 QoS-Subscribed 62 

7.3.78 CSG-Subscription-Data 62 

7.3.79 CSG-Id 62 

7.3.80 Expiration-Date 62 

7.3.81 Roaming-Restricted-Due-To-Unsupported-Feature 62 

7.3.82 Specific-APN-Info AVP 63 

7.3.83 Alert-Reason AVP 63 

7.3.84 LCS-Info 63 

7.3.85 GMLC-Address 63 

7.3.86 LCS-PrivacyException 63 



ETSI 



3GPP TS 29.272 version 8.3.0 Release 8 6 ETSI TS 129 272 V8.3.0 (2009-06) 

7.3.87 SS-Code 64 

7.3.88 SS-Status 64 

7.3.89 Notification-To-UE-User 64 

7.3.90 External-Client 64 

7.3.91 Client-Identity 64 

7.3.92 GMLC-Restriction 64 

7.3.93 PLMN-Client 65 

7.3.94 Service-Type 65 

7.3.95 ServiceTypeldentity 65 

7.3.96 MO-LR 65 

7.3.97 Trace-Depth-Per-NE-Type AVP 65 

7.3.98 Trace-Collection-Entity AVP 66 

7.3.99 Teleservice-List 66 

7.3.100 TS-Code 66 

7.3.101 Call-Barring-Infor-List 66 

7.3.102 SGSN-Number AVP 66 

7.3.103 IDR-Flags 66 

7.4 Result-Code and Experimental-Result Values 66 

7.4.1 General 66 

7.4.2 Success 67 

7.4.3 Permanent Failures 67 

7.4.3.1 DIAMETER_ERROR_USER_UNKNOWN(5001) 67 

7.4.3.2 DIAMETER_ERROR_UNKNOWN_EPS_SUBSCRIPTION(5420) 67 

7.4.3.3 DIAMETER_ERROR_RAT_NOT_ALLO WED (5421) 67 

7.4.3.4 DIAMETER_ERROR_ROAMING_NOT_ALLOWED(5004) 67 

7.4.3.5 DIAMETER_ERROR_EQUIPMENT_UNKNOWN(5422) 67 

7.4.4 Transient Failures 67 

7.4.41 DIAMETER_AUTHENTICATION_DATA_UNAVAILABLE(4181) 67 

8 User identity to HSS resolution 67 

Annex A (informative): Change history 69 

History 71 



ETSI 



3GPP TS 29.272 version 8.3.0 Release 8 7 ETSI TS 1 29 272 V8.3.0 (2009-06) 



Foreword 



rd , 



This Technical Specification has been produced by the 3 Generation Partnership Project (3 GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 



ETSI 



3GPP TS 29.272 version 8.3.0 Release 8 8 ETSI TS 129 272 V8.3.0 (2009-06) 



Scope 



The present document describes the MobiHty Management Entity (MME) and Serving GPRS Support Node (SGSN) 
related diameter-based interfaces towards the Home Subscriber Server (HSS), and the MME and the SGSN related 
diameter-based interface towards the Equipment Identity Register (EIR). 

This specification defines the Diameter application for the MME-HSS, S6a reference point, and for the SGSN-HSS, 
S6d reference point. The interactions between the HSS and the MME/SGSN are specified, including the signalling 
flows. 

This specification defines the Diameter application for the MME-EIR, S13 reference point, and for the SGSN-EIR, SI 3' 
reference point. The interactions between the MME/SGSN and the EIR are specified, including the signalling flows. 

In this specification, if the there is no specific indication, the following principles apply: 

"SGSN" refers to an SGSN which at least supports the S4 interface and may support Gn and Gp interfaces. 

"S4-SGSN" refers to an SGSN which supports the S4 interface and does not support Gn and Gp interfaces. 

Gn/Gp-SGSN refers to an SGSN which supports the Gn and Gp interfaces and does not support S4 interface. 

The Evolved Packet System stage 2 description (architecture and functional solutions) is specified in 3GPP TS 23.401 
[2] and in 3GPP TS 23.060 [12]. 
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[31] 3GPP TS 24.008: "Mobile radio interface Layer 3 specification; Core network protocols; Stage 3". 
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3 Definitions, symbols and abbreviations 

3.1 Definitions 

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A 
term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1]. 

Editor" s note: This section to be completed or removed later. 

3.2 Symbols 

For the purposes of the present document, the following symbols apply: 
Editor" s note: This section to be completed or removed later. 
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3.3 Abbreviations 

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An 
abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 
TR 21.905 [1]. 

AVP Attribute Value Pair 

C Conditional 

EIR Equipment Identity Register 

HSS Home Subscriber Server 

IE Information Element 

M Mandatory 

MME Mobility Management Entity 

O Optional 

ODB Operator Determined Barring 



General Description 



This document describes the S6a/S6d and S13/S13' interfaces related procedures, message parameters and protocol 
specifications. 

The procedures, message parameters and protocol are similar between S6a and S6d. S6a is used for location changes of 
the MME, while S6d is for location changes of the SGSN. Refer to section 5 for the differences, especially section 
5.2.1. 

The procedures, message parameters and protocol are identical as for the S 13 and SI 3'. See section 6 for details. 

In the tables that describe the Information Elements transported by each Diameter command, each Information Element 
is marked as (M) Mandatory, (C) Conditional or (O) Optional in the "Cat." column. For the correct handling of the 
Information Element according to the category type, see the description detailed in section 6 of the 3GPP TS 29.228 
[17]. 



MME - HSS (S6a) and SGSN - HSS (S6d) 



5.1 Introduction 



The S6a interface enables the transfer of subscriber related data between the MME and the HSS as described in the 
3GPPTS 23.401 [2]. 

The S6d interface enables the transfer of subscriber related data between the SGSN and the HSS as described in 3 GPP 
TS 23.060 [12]. 



5.2 Mobility Services 

5.2.1 Location Management Procedures 

5.2.1 .1 Update Location 



5.2.1.1.1 General 

The Update Location Procedure shall be used between the MME and the HSS and between the SGSN and the HSS to 
update location information in the HSS. The procedure shall be invoked by the MME or SGSN and is used: 

- to inform the HSS about the identity of the MME or SGSN currently serving the user, and optionally in addition; 

- to update MME or SGSN with user subscription data; 
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- to provide the HSS with other user data, such as Terminal Information. 

This procedure is mapped to the commands Update-Location-Request/ Answer (ULR/ULA) in the Diameter appHcation 
specified in chapter 7. 

Table 5.2.1.1.1/1 specifies the involved information elements for the request. 

Table 5.2.1.1.1/2 specifies the involved information elements for the answer. 

Table 5.2.1.1.1/1: Update Location Request 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


IMSI 


User-Name 
(See IETF 
RFC 3588 [4]) 


M 


This information element shall contain the user IMSI, formatted according to 
3GPP TS 23.003 [3], clause 2.2. 


Supported 
Features 
(See 3GPP TS 
29.229 [9]) 


Supported- 
Features 





If present, this information element shall contain the list of features supported 
by the origin host. 


Terminal 
Information 
(See 7.3.3) 


Terminal- 
Information 





This information element shall contain information about the user"s mobile 
equipment. Within this Information Element, only the IMEI and the Software- 
Version AVPs shall be used on the S6a/S6d interface. 


ULR Flags 
(See 7.3.7) 


ULR-Flags 


M 


This Information Element contains a bit mask. See 7.3.7 for the meaning of 
the bits. 


Visited PLMN 

Id 

(See 7.3.9) 


Visited-PLMN- 
Id 


M 


This IE shall contain the MCC and the MNC, see 3GPP TS 23.003[3]. It may 
be used to apply roaming based features. 


RAT Type 
(See 7.3.13) 


RAT-Type 


M 


This Information Element contains the radio access type the UE is using. See 
section 7.3.13 for details. 


SGSN number 
(See 7.3.102) 


SGSN- 
Number 


C 


This Information Element contains the ISDN number of the SGSN, see 3GPP 
TS 23.003 [3]. It shall be present when the message is sent on the S6d 
interface and the SGSN supports LCS or SMS functionalities. 



Table 5.2.1.1.1/2: Update Location Answer 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


Supported 
Features 
(See 3GPP TS 
29.229 [9]) 


Supported- 
Features 





If present, this information element shall contain the list of features 
supported by the origin host. 


Result 
(See 7.4) 


Result-Code / 
Experimental- 
Result 


M 


This IE shall contain the result of the operation. 

The Result-Code AVP shall be used to indicate success / errors as defined 

in the Diameter Base Protocol. 

The Experimental-Result AVP shall be used for S6a/S6d errors. This is a 

grouped AVP which shall contain the 3GPP Vendor ID in the Vendor-Id 

AVP, and the error code in the Experimental-Result-Code AVP. 

The following errors are applicable: 

- User Unknown 

- Unknown EPS Subscription 

- RAT Not Allowed 

- Roaming Not Allowed 


ULA-Flags 
(See 7.3.8) 


ULA-Flags 


C 


This Information Element contains a bit mask. See 7.3.8 for the meaning of 
the bits. It shall be present only when the Result-Code AVP is 
DIAMETER SUCCESS. 


Subscription 
Data 
(See 7.3.2) 


Subscription- 
Data 


C 


This Information Element contains the subscription profile of the user. It 
shall be present if success is reported, unless an explicit "skip subscriber 
data" indication was present in the request. 
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5.2.1 .1 .2 Detailed behaviour of the IVIIVIE and the SGSN 

The MME shall make use of this procedure to update the MME identity stored in the HSS (e.g. at initial attach, inter 
MME tracking area update or radio contact after HSS reset). 

The SGSN shall make use of this procedure to update the SGSN identity stored in the HSS (e.g. at initial attach, inter 
SGSN routing area update or radio contact after HSS reset). 

If the Update Location request is to be sent due to an inter node (SGSN to MME) update and the previous SGSN is a 
Pre-Rel-8 SGSN or does not support Idle Mode Signalling Reduction, the MME shall set the "Single-Registration- 
Indication" flag in the ULR-Flags information element in the request. 

If the Update Location request is to be sent due to an initial attach, the MME shall set the "Single-Registration- 
Indication" flag in the ULR-Flags information element in the request. 

A combined MME/SGSN shall set the "Skip Subscriber Data" flag in the ULR-Flags if subscriber data are already 
available due to a previous location update. 

A standalone MME shall not indicate its support for any SGSN specific features (such as LCS/SMS related features), 
and it shall not request explicitly the download of GPRS data (via the GPRS -Subscription-Data-Indicator flag; see 
clause 7.3.7). 

When receiving an Update Location response from the HSS, the MME or SGSN shall check the result code. If it 
indicates success the MME or SGSN shall store the received subscription profile (if any). 

If the subscription data received for a certain APN indicates that the APN was authorized as a consequence of having 
the Wildcard APN in the user subscription in HSS, then the MME shall not store this APN data beyond the lifetime of 
the UE session and the MME shall delete them upon disconnection of the UE. 

If trace data are received in the subscriber data, the MME or SGSN shall start a Trace Session. For details, see 3GPP TS 
32.422 [23]. 

5.2.1 .1 .3 Detailed behaviour of the HSS 

When receiving an Update Location request the HSS shall check whether the IMSI is known. 

If it is not known, a Result Code of DIAMETER_ERROR_USER_UNKNOWN is returned. 

If it is known, but the subscriber has no EPS subscription, the HSS may (as an operator option) return a Result Code of 
DIAMETER_ERROR_UNKNOWN_EPS_SUBSCRIPTION. 

The HSS shall check whether the RAT type the UE is using is allowed. If it is not, a Result Code of 
DIAMETER_ERROR_RAT_NOT_ALLOWED is returned. 

The HSS shall check whether roaming is not allowed in the VPLMN due to ODB. If so a Result Code of 
DIAMETER_ERROR_ROAMING_NOT_ALLOWED is returned. 

If the Update Location Request is received over the S6a interface, the HSS shall send a Cancel Location Request (CLR; 
see chapter 7.2.7) to the previous MME (if any) and replace the stored MME-Identity with the received value (the 
MME-Identity is received within the Origin-Host AVP). The HSS shall reset the "UE purged in MME" flag. 

If the Update Location Request is received over the S6d interface, the HSS shall send a Cancel Location Request (CLR; 
see chapter 7.2.7, or MAP Cancel Location) to the previous SGSN (if any) and replace the stored SGSN-Identity with 
the received value (the SGSN-Identity is received within the Origin-Host AVP). The HSS shall reset the "UE purged in 
SGSN" flag. 

If the "Single-Registration-Indication" flag was set in the received request, the HSS shall send a MAP Cancel Location 
message to the SGSN, delete the stored SGSN address and SGSN number and set the "MS purged in SGSN" flag. 

If no result code has been sent to the MME or SGSN so far, the HSS shall include the subscription data in the ULA 
conmiand according to the ULR-Flags and the supported/unsupported features of the MME or SGSN, unless an explicit 
"skip subscriber data" indication has been received in the request, and shall return a Result Code of 
DIAMETER_SUCCESS. 
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The GPRS Subscription data (if available in the HSS) shall only be present in the ULA command if it was indicated by 
the serving node in the ULR-Flags AVP (see clause 7.3.7), or when the subscription data is returned by a Pre-Rel-8 
HSS (via an IWF). 

LCS-Info, Teleservice-List and Call-Barring-Infor-List data shall be included according to the list of supported features 
indicated by the serving node (see clause 7.3.10). The check of the LCS/SMS supported features, which are only 
applicable to SGSN, may be skipped if the HSS determines that the serving node is a standalone MME (see clause 
7.3.7). 

For those APNs that have been authorized as a consequence of having the Wildcard APN in the user subscription, the 
HSS shall include the specific APN name and associated PDN-GW identity inside the APN context of the Wildcard 
APN. It shall indicate to the MME that the particular APN shall not be cached in the MME and it shall be deleted when 
the UE session is terminated. 

If a Result-Code of DIAMETER_SUCCESS is returned, the HSS shall set the Separation Indication in the response. 



5.2.1.2 



Cancel Location 



5.2.1.2.1 



General 



The Cancel Location Procedure shall be used between the HSS and the MME and between the HSS and the SGSN to 
delete a subscriber record from the MME or SGSN. The procedure shall be invoked by the HSS and is used: 

to inform the MME or SGSN about the subscriber" s subscription withdrawal or 

- to inform the MME or SGSN about an ongoing update procedure i.e. MME or SGSN change. 

This procedure is mapped to the commands Cancel-Location-Request/ Answer (CLR/CLA) in the Diameter application 
specified in chapter 7. 

Table 5.2.1.2.1/1 specifies the involved information elements for the request. 

Table 5.2.1.2.1/2 specifies the involved information elements for the answer. 

Table 5.2.1.2.1/1: Cancel Location Request 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


IMSI 


User-Name 
(See IETF 
RFC 3588 [4]) 


M 


This information element shall contain the user IMSI, formatted according 
to 3GPP TS 23.003 [3], clause 2.2. 


Supported 
Features 
(See 3GPP TS 
29.229 [9]) 


Supported- 
Features 





If present, this information element shall contain the list of features 
supported by the origin host. 


Cancellation 

Type 

(See 7.3.24) 


Cancellation- 
Type 


M 


Defined values that can be used are: 

- MME-Update Procedure, 

- SGSN-Update Procedure, 

- Subscription Withdrawal, 

- Update Procedure IWF. 



Table 5.2.1.2.1/2: Cancel Location Answer 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


Supported 
Features 
(See 3GPP TS 
29.229 [9]) 


Supported- 
Features 





If present, this information element shall contain the list of features 
supported by the origin host. 


Result 
(See 7.4) 


Result-Code / 
Experimental- 
Result 


M 


The result of the operation. 

The Result-Code AVP shall be used to indicate success / errors as defined 

in the Diameter Base Protocol. 



ETSI 



3GPP TS 29.272 version 8.3.0 Release 8 



14 



ETSI TS 129 272 V8.3.0 (2009-06) 



5.2.1.2.2 



Detailed behaviour of the IVIIVIE and the SGSN 



When receiving a Cancel Location request the MME or SGSN shall check whether the IMSI is known. 

If it is not known, a result code of DIAMETER_SUCCESS is returned. 

If it is known, the MME or SGSN shall check the Cancellation Type and act accordingly. For details see 3GPP TS 
23.401 [2] and 3GPP TS 23.060[12]. Also in this case a result code of DIAMETER_SUCCESS is returned. 

When a UE is served by a single combined MME/SGSN for both E-UTRAN and non-E-UTRAN access, the combined 
MME/SGSN shall check the Cancellation-Type. If it indicates Subscription Withdrawal or Update ProcedureJWF, the 
CLR is processed both in the MME part and in the SGSN part of the combined node. Otherwise, the CLR is processed 
only in the affected part of the combined node and subscription data are kept for the not affected part. 



5.2.1.2.3 



Detailed behaviour of the HSS 



The HSS shall make use of this procedure when the subscriber" s subscription is withdrawn by the HSS operator and 
when the HSS detects that the UE has moved to a new MME or SGSN area. 

The HSS shall include a cancellation type of "Subscription Withdrawal" if the subscriber" s subscription is withdrawn 
by the operator and shall include a cancellation type of "MME Update Procedure" if the UE moved to a new MME area 
and shall include a cancellation type of "SGSN Update Procedure" if the UE moved to a new SGSN area. 



5.2.1.3 



Purge UE 



5.2.1.3.1 



General 



The Purge UE Procedure shall be used between the MME and the HSS and between the SGSN and the HSS to indicate 
that the subscriber" s profile has been deleted from the MME or SGSN either by an MMI interaction or automatically, 
e.g. because the UE has been inactive for several days. 

This procedure is mapped to the commands Purge-UE-Request/ Answer (PUR/PUA) in the Diameter application 
specified in chapter 7. 

Table 5.2.1.3.1/1 specifies the involved information elements for the request. 

Table 5.2.1.3.1/2 specifies the involved information elements for the answer. 

Table 5.2.1.3.1/1: Purge UE Request 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


IMSI 


User-Name 
(See IETF 
RFC 3588 [4]) 


M 


This information element shall contain user IMSI, formatted according to 
3GPP TS 23.003 [3], clause 2.2. 


Supported 
Features 
(See 3GPP TS 
29.229 [9]) 


Supported- 
Features 





If present, this information element shall contain the list of features 
supported by the origin host. 
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Table 5.2.1.3.1/2: Purge UE Answer 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


Supported 
Features 
(See 3GPP TS 
29.229 [9]) 


Supported- 
Features 





If present, this information element shall contain the list of features 
supported by the origin host. 


Result 
(See 7.4) 


Result-Code / 
Experimental- 
Result 


M 


This IE shall contain the result of the operation. 

The Result-Code AVP shall be used to indication success / errors as 

defined in the Diameter Base Protocol. 

The Experimental-Result AVP shall be used for S6a/S6d errors. This is a 

grouped AVP which shall contain the 3GPP Vendor ID in the Vendor-Id 

AVP, and the error code in the Experimental-Result-Code AVP. 

The following errors are applicable: 

- User Unknown 


PUA-Flags 
(See 7.3.48) 


PUA-Flags 


C 


This Information Element shall contain a bit mask. See section 7.3.48 for 
the meaning of the bits. It shall be present only when the Result-Code AVP 
is DIAMETER SUCCESS. 



5.2.1.3.2 



Detailed behaviour of the IVIIVIE and the SGSN 



The MME shall make use of this procedure to set the "UE Purged in the MME" flag in the HSS when the subscription 
profile is deleted from the MME database due to MMI interaction or after long UE inactivity. 

The SGSN shall make use of this procedure to set the "UE Purged in SGSN" flag in the HSS when the subscription 
profile is deleted from the SGSN database due to MMI interaction or after long UE inactivity. 

When receiving a Purge UE response from the HSS the MME shall check the Result Code. If it indicates success, the 
MME shall check the PUA flag "freeze M-TMSI", and if set freeze the M-TMSI i.e. block it for immediate re-use. 

When receiving a Purge UE response from the HSS the SGSN shall check the Result Code. If it indicates success, the 
SGSN shall check the PUA flag "freeze P-TMSI", and if set freeze the P-TMSI i.e. block it for immediate re-use. 

5.2.1 .3.2 Detailed behaviour of HSS 

When receiving a Purge UE request the HSS shall check whether the IMSI is known. 

If it is not known, a result code of DIAMETER_ERROR_USER_UNKNOWN shall be returned. 

If it is known, the HSS shall set the result code to DIAMETER_SUCCESS and compare the received identity in the 
Origin-Host with the stored MME-Identity and/or with the stored SGSN-Identity. If they are identical the HSS shall set 
the PUA flags "freeze M-TMSI" and/or "freeze P-TMSI" in the answer message and set the flag "UE purged in MME" 
and/or set the flag "UE purged in SGSN"; otherwise it shall clear the PUA flags "freeze M-TMSI" and "freeze P-TMSL. 

5.2.2 Subscriber Data Handling Procedures 
5.2.2.1 Insert Subscriber Data 



5.2.2.1.1 



General 



The Insert Subscriber Data Procedure shall be used between the HSS and the MME and between the HSS and the 
SGSN for updating certain user data in the MME or SGSN in the following situations: 

- due to administrative changes of the user data in the HSS and the user is now located in an MME or SGSN, i.e. if 
the user was given an subscription and the subscription has changed; 

- the operator has applied, changed or removed Operator Determined Barring for this user; 

- activate subscriber tracing in the MME or the SGSN; 

- to indicate to the MME that the HSS has requested to be notified when the UE has become reachable. 
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This procedure is mapped to the commands Insert Subscriber Data-Request/ Answer (IDR/IDA) in the Diameter 
appHcation specified in chapter 7. 

Table 5.2.2.1.1/1 specifies the involved information elements for the request. 

Table 5.2.2.1.1/2 specifies the involved information elements for the answer. 

Table 5.2.2.1.1/1 : Insert Subscriber Data Request 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


IMSI 


User-Name 
(See IETF 
RFC 3588 [4]) 


M 


This information element shall contain the user IMSI, formatted according to 
3GPP TS 23.003 [3], clause 2.2. 


Supported 
Features 
(See 3GPP TS 
29.229 [9]) 


Supported- 
Features 





If present, this information element shall contain the list of features supported 
by the origin host. 


Subscription 
Data 
(See 7.3.2) 


Subscription- 
Data 


M 


This Information Element shall contain the part of the subscription profile that 
either is to be added to the subscription profile stored in the MME or SGSN or 
is replacing a part of the subscription profile stored in the MME or SGSN. 


IDR Flags 
(See 7.3.103) 


IDR-Flags 


C 


This Information Element shall contain a bit mask. See 7.3.103 for the 
meaning of the bits. 



Table 5.2.2.1.1/2: Insert Subscriber Data Answer 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


Supported 
Features 
(See 3GPP TS 
29.229 [9]) 


Supported- 
Features 





If present, this information element shall contain the list of features 
supported by the origin host. 


Result 
(See 7.4) 


Result-Code / 
Experimental- 
Result 


M 


This IE shall contain the result of the operation. 

Result-Code AVP shall be used to indicate success / errors defined in the 

Diameter Base Protocol. 

The Experimental-Result AVP shall be used for S6a/S6d errors. This is a 

grouped AVP which shall contain the 3GPP Vendor ID in the Vendor-Id 

AVP, and the error code in the Experimental-Result-Code AVP. 

The following errors are applicable in this case: 

- User Unknown 


IDA-Flags 
(See 7.3.47) 


IDA-Flags 


C 


This Information Element shall contain a bit mask. See 7.3.47 for the 
meaning of the bits. 



5.2.2.1.2 



Detailed behaviour of the IVIIVIE and the SGSN 



When receiving an Insert Subscriber Data request the MME or SGSN shall check whether the IMSI is known. 

If it is not known, a result code of DIAMETER_ERROR_USER_UNKNOWN shall be returned. 

If it is known, the MME or SGSN shall replace the specific part of the stored subscription data with the received data, 
or shall add the received data to the stored data, and acknowledge the Insert Subscriber Data message by returning an 
Insert Subscriber Data Answer. If the addition or update of the subscription data succeeds in the MME or SGSN, the 
Result-Code shall be set to DIAMETER_SUCCESS. 

In addition, if due to regional subscription restrictions or access restrictions the entire SGSN area is restricted, SGSN 
shall report it to the HSS by returning the "SGSN Area Restricted" indication within the IDA flags. 

If the MME or SGSN cannot fulfil the received request due to other reasons, e.g. due to a database error, it shall set 
Result-Code to DIAMETER_UNABLE_TO_COMPLY. In this case the MME or SGSN shall mark the subscription 
record "Subscriber to be restored in HSS". 
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If trace data are received in the subscriber data, the MME or SGSN shall start a Trace Session. For details, see 3GPP TS 
32.422 [23]. 

5.2.2.1 .3 Detailed behaviour of HSS 

The HSS shall make use of this procedure to replace a specific part of the user data stored in the MME or SGSN with 
the data sent, or to add a specific part of user data to the data stored in the MME or SGSN. 

When indicating to the MME that the HSS has requested to be notified when the UE has become reachable, the HSS 
shall set the "UE Reachability Request flag" in the IDR Request Flags. 

For those APNs that has been authorized as a consequence of having the Wildcard APN in the user subscription, the 
HSS shall include the specific APN name and associated PDN-GW identity inside the APN context of the Wildcard 
APN. 

When receiving an Insert Subscriber Data answer with "SGSN Area Restricted" the HSS shall set the SGSN area 
restricted flag as "SGSN area restricted". 

5.2.2.2 Delete Subscriber Data 

5.2.2.2.1 General 

This procedure shall be used between the MME and the HSS and between the SGSN and the HSS, to remove some or 
all data of the HSS user profile stored in the MME or SGSN. The procedure shall be invoked by the HSS and it 
corresponds to the functional level operation Delete Subscriber Data (see 3GPP TS 23.401 [2]). 

It shall be used to remove: 

- all or a subset of the EPS subscription data (APN Configuration Profile) for the subscriber from the MME or 
SGSN; 

- the regional subscription; 

- the subscribed charging characteristics; 

- Session Transfer Number for SRVCC; 

- trace data. 

This procedure is mapped to the commands Delete-Subscriber-Data-Request/ Answer (DSR/DSA) in the Diameter 
application specified in chapter 7. 

Table 5.2.2.2.1/1 specifies the involved information elements for the request. 

Table 5.2.2.2.1/2 specifies the involved information elements for the answer. 
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Table 5.2.2.2.1/1 : Delete Subscriber Data Request 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


IMSI 


User-Name 
(See IETF 
RFC 3588 [4]) 


M 


This information element shall contain the user IMSI, formatted according 
to 3GPP TS 23.003 [3], clause 2.2. 


Supported 
Features 
(See 3GPP TS 
29.229 [9]) 


Supported- 
Features 





If present, this information element shall contain the list of features 
supported by the origin host. 


DSR Flags 
(See 7.3.25) 


DSR-Flags 


M 


This Information Element shall contain a bit mask. See 7.3.25 for the 
meaning of the bits. 


Trace 
Reference 
(See 7.3.64) 


Trace- 
Reference 


C 


This parameter shall contain the same value as used for the activation of 
the Trace Session. 

This element shall be present only if the "Trace Data Withdrawal" bit is set 
in the DSR-Flags. 


Context 
Identifier 
(See 7.3.27) 


Context- 
Identifier 


C 


This parameter shall identify the PDN subscription context or GPRS-PDP 
context that shall be deleted. 

This element shall be present only if the "PDN subscription contexts 
Withdrawal" bit or the "PDP context withdrawal" bit is set in the DSR-Flags. 
In the "PDN subscription contexts Withdrawal" case, the Context-Identifier 
shall not be associated with the default APN configuration. 


TS Code List 
(See 7.3.100) 


TS-Code 


c 


This parameter shall contain the teleservice codes that are to be deleted 
from the subscription. 

This element shall be present only if the "SMS Withdrawal" bit is set in the 
DSR-Flags and the SMS related teleservice codes are to be deleted. 


SS Code List 
(See 7.3.99) 


SS-Code 


c 


This parameter shall contain the supplementary service codes that are to 
be deleted from the subscription. 

This element shall be present only if the "SMS Withdrawal" bit is set or the 
"LCS Withdrawal" bit is set in the DSR-Flags. 



Table 5.2.2.2.1/2: Delete Subscriber Data Answer 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


Supported 
Features 
(See 3GPP TS 
29.229 [9]) 


Supported- 
Features 





If present, this information element shall contain the list of features 
supported by the origin host. 


Result 
(See 7.4) 


Result-Code / 
Experimental- 
Result 


M 


This IE shall contain the result of the operation. 

The Result-Code AVP shall be used to indicate success / errors as defined 

in the Diameter Base Protocol. 

The Experimental-Result AVP shall be used for S6a/S6d errors. This is a 

grouped AVP which shall contain the 3GPP Vendor ID in the Vendor-Id 

AVP, and the error code in the Experimental-Result-Code AVP. 

The following errors are applicable in this case: 

- User Unknown 


DSA Flags 
(See 7.3.26) 


DSA-Flags 


C 


This Information Element shall contain a bit mask. See 7.3.26 for the 
meaning of the bits. 



5.2.2.2.2 Detailed behaviour of the IVIIVIE and the SGSN 

When receiving a Delete Subscriber Data request, the MME or SGSN shall check whether the IMSI is known. 

If it is not known, a result code of DIAMETER_ERROR_USER_UNKNOWN shall be returned. 

If it is known, but the Context-Identifier is associated with the default APN configuration, the MME or SGSN shall not 
delete the PDN subscription context, and return an error with a Result-Code set to 

DIAMETER_UNABLE_TO_COMPLY. Otherwise, the MME or SGSN shall delete the corresponding data according 
to the indication as sent in the request, and acknowledge the Delete Subscriber Data message by returning a Delete 
Subscriber Data Answer. 
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If the deletion of the subscription data succeeds in the MME or SGSN, the Result-Code shall be set to 
DIAMETER_SUCCESS. 

If the Regional Subscription is deleted from the subscription data, the SGSN shall check for its routing areas whether 
they are allowed or not. If the entire SGSN area is restricted, SGSN shall report it to the HSS by returning the "SGSN 
Area Restricted" indication within the DSA flags. 

If the EPS Subscription Data is deleted from the subscription data, the MME shall check whether all EPS Subscription 
Data for the subscriber is deleted or if only a subset of the stored EPS Subscription Data for the subscriber is deleted, 
the MME or SGSN may then deactivate the associated affected active EPS bearers. 

If the Subscribed Charging Characteristics are deleted from the subscription data, the Gn/Gp-SGSN shall replace the 
Subscribed Charging Characteristics by a local default value or delete the Subscribed Charging Characteristics in the 
Gn/Gp-SGSN. 

If the Subscribed Charging Characteristics are deleted from the subscription data, the MME or S4-SGSN shall delete 
the Subscribed Charging Characteristics and inform the SGW. 

If the MME or SGSN cannot fulfil the received request for other reasons, e.g. due to a database error, it shall set the 
Result-Code to DIAMETER_UNABLE_TO_COMPLY. In this case, the MME or SGSN shall mark the subscription 
record "Subscriber to be restored in HSS". 

If trace data are deleted from the subscription data, the MME or SGSN shall deactivate the Trace Session identified by 
the trace reference. For details, see 3GPP TS 32.422 [23]. 

5.2.2.2.3 Detailed behaviour of the HSS 

The HSS shall make use of this procedure to remove deleted subscription data from the MME or SGSN. 

When receiving a Delete Subscriber Data Answer with "SGSN Area Restricted" the HSS shall set the SGSN area 
restricted flag as "SGSN area restricted". 

5.2.3 Authentication Procedures 
5.2.3.1 Authentication Information Retrieval 

5.2.3.1.1 General 

The Authentication Information Retrieval Procedure shall be used by the MME and by the SGSN to request 
Authentication Information from the HSS. 

This procedure is mapped to the commands Authentication-Information-Request/ Answer (AIR/AIA) in the Diameter 
application specified in chapter 7. 

Table 5.2.3.1.1/1 specifies the involved information elements for the request. 

Table 5.2.3.1.1/2 specifies the involved information elements for the answer. 
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Table 5.2.3.1.1/1: Authentication Information Request 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


IMSI 


User-Name 
(See IETF 
RFC 3588 [4]) 


M 


This information element shall contain the user IMSI, formatted according 
to 3GPP TS 23.003 [3], clause 2.2. 


Supported 
Features 
(See 3GPP TS 
29.229 [9]) 


Supported- 
Features 





If present, this information element shall contain the list of features 
supported by the origin host. 


Requested E- 

UTRAN 

Authentication 

Info 

(See 7.3.11) 


Requested- 
EUTRAN- 
Authentication- 
Info 


C 


This information element shall contain the information related to 
authentication requests for E-UTRAN. 


Requested 

UTRAN/GERA 

N 

Authentication 

Info 

(See 7.3.12) 


Requested- 
UTRAN- 
GERAN 
Authentication- 
Info 


C 


This information element shall contain the information related to 
authentication requests for UTRAN or GERAN. 


Visited PLMN 

ID 

(See 7.3.9) 


Visited-PLMN- 
ID 


M 


This IE shall contain the MCC and the MNC of the visited PLMN, see 3GPP 
TS 23.003 [3]. 



Table 5.2.3.1.1/2: Authentication Information Answer 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


Result 
(See 7.4) 


Result-Code / 
Experimental- 
Result 


M 


This IE shall contain the result of the operation. 

This IE shall contain the Result-Code AVP shall be used to indicate 

success / errors as defined in the Diameter Base Protocol. 

The Experimental-Result AVP shall be used for S6a/S6d errors. This is a 

grouped AVP which shall contain the 3GPP Vendor ID in the Vendor-Id 

AVP, and the error code in the Experimental-Result-Code AVP. 

The following errors are applicable in this case: 

- User Unknown 

- Unknown EPS Subscription 


Supported 
Features 
(See 3GPP TS 
29.229 [9]) 


Supported- 
Features 





If present, this information element shall contain the list of features 
supported by the origin host. 


Authentication 

Info 

(See 7.3.17) 


Authentication- 
Info 


C 


This IE shall contain the Authentication Vectors. 



5.2.3.1 .2 Detailed behaviour of the IVIIVIE and the SGSN 

The MME or SGSN shall make use of this procedure in order to retrieve the Authentication Vectors from the HSS. 

If the request is triggered by a synchronization failure, the MME or SGSN shall include the Re- Synchronization 
Information in the request. 

A stand alone MME shall include the Requested-EUTRAN- Authentication-Info AVP and shall not include the 
Requested-UTRAN-GERAN- Authentication-Info AVP in the request. The Immediate-Response-Preferred AVP should 
be present if a EUTRAN- Vector is needed for immediate use. 

A stand alone SGSN shall not include the Requested-EUTRAN- Authentication-Info AVP and shall include the 
Requested-UTRAN-GERAN- Authentication-Info AVP in the request. The Immediate-Response-Preferred AVP should 
be present if a UTRAN/GERAN- Vector is needed for immediate use. 

A combined MME/SGSN may include both the Requested-EUTRAN- Authentication-Info AVP and the Requested- 
UTRAN-GERAN- Authentication-Info AVP in the request. If both the Requested-EUTRAN- Authentication-Info AVP 
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and the Requested-UTRAN-GERAN- Authentication-Info AVP are present in the request, the Immediate-Response- 
Preferred AVP shall be present if the requested authentication vectors are needed for immediate use. The content of the 
Immediate-Response-Preferred AVP shall correspond to the access type which the UE is currently to be authenticated. 
The Immediate-Response-Preferred AVP shall not be present in both the Requested-EUTRAN- Authentication-Info 
AVP and the Requested-UTRAN-GERAN- Authentication-Info AVP. The presence of an Immediate-Response- 
Preferred AVP shall indicate that a vector is needed for immediate use. 

When receiving an Authentication Information response from the HSS, the MME or SGSN shall check the Result Code. 
If it indicates success and Authentication Information is present in the result, the MME or SGSN shall use the received 
vectors. For details see 3GPP TS 33.401 [5]. 

5.2.3.1 .3 Detailed behaviour of the HSS 

When receiving an Authentication Information request the HSS shall check whether the IMSI is known. 

If it is not known, a result code of DIAMETER_ERROR_USER_UNKNOWN is returned. If it is known, but the 
subscriber has no EPS or GPRS subscription, the HSS may (as a configuration option) return a result code of 
DI AMETER_ERROR_UNKNOWN_ EPS_SUB SCRIPTION. 

The HSS shall then request the AuC to generate the corresponding requested Authentication Vectors (AVs). Subject to 
load considerations and/or other implementation specific considerations which may be based on the presence of an 
Immediate-Response-Preferred AVP, less AVs than the requested number of AVs may be generated. 

If EUTRAN- Authentication-Info is requested, when receiving AVs from the AuC, the HSS shall generate the KASME 
before sending the response to the MME or combined MME-SGSN. 

If an Immediate-Response-Preferred AVP is present in the Request but the AuC is unable to calculate any 
corresponding AVs due to unallowed attachment for the UE, e.g. the UE is attaching via E-UTRAN with a SIM card 
equipped, the HSS shall return an error DIAMETER_AUTHORIZATION_REJECTED, the HSS shall not return any 
AV to the requesting node in the response. Otherwise, if no corresponding pre-computed AV is available, and the AuC 
is unable to calculate any corresponding AVs due to unknown failures, such as the internal database error, the result 
code shall be set to DIAMETER. AUTHENTIC ATION_D AT A_UN A VAIL ABLE. The MME or the SGSN may 
request authentication vectors again. 

For details see 3GPP TS 33.401 [5]. KASME generation is not performed before sending the response to the SGSN. 

If the Requested-EUTRAN- Authentication-Info AVP is present in the request, the HSS shall download E-UTRAN 
authentication vectors to the MME. If the Requested-UTRAN-GERAN- Authentication-Info AVP is present in the 
request, the HSS shall download UTRAN or GERAN authentication vectors to the SGSN. 

If the Immediate Response Preferred parameter has been received, the HSS may use it together with the number of 
requested vectors and the number of vectors stored in the HSS that are pre-computed to determine the number of 
vectors to be obtained from the AuC. The HSS may return less number of vectors than requested to the MME or SGSN. 
If both the Requested-EUTRAN- Authentication-Info AVP and the Requested-UTRAN-GERAN- Authentication-Info 
AVP are in the request, and one of them includes the Immediate Response Preferred parameter, the HSS may omit the 
vectors request that are not for immediate use. KASME is always computed for each E-UTRAN vector due to the 
PLMN-binding before sending the response to the MME independent of the presence of the Immediate Response 
Preferred parameter. 

The HSS shall then return the result code DIAMETER_SUCCESS and the generated AVs (if any) to the MME or 
SGSN. 

5.2.4 Fault Recovery Procedures 
5.2.4.1 Reset 

5.2.4.1.1 General 

The Reset Procedure shall be used by the HSS, after a restart, to indicate to the MME and to the SGSN that a failure has 
occurred. 
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This procedure is mapped to the commands Reset-Request/ Answer (RSR/RSA) in the Diameter application specified in 
chapter 7. 

Table 5.2.4.1.1/1 specifies the involved information elements for the request. 

Table 5.2.4.1.1/2 specifies the involved information elements for the answer. 

Table 5.2.4.1.1/1 : Reset Request 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


User Id List 
(See 7.3.50) 


User-Id 





This IE shall contain a list of User-Ids where a User-Id comprises the 
leading digits of an IMSI (i.e. MCC, MNC, leading digits of MSIN) and it 
shall identify the set of subscribers whose IMSIs begin with the User-Id. 
The HSS may include this information element if the occurred failure is 
limited to subscribers identified by one or more User-Ids. 


Supported 
Features 
(See 3GPP TS 
29.229 [91) 


Supported- 
Features 





If present, this information element shall contain the list of features 
supported by the origin host. 



Table 5.2.4.1.1/2: Reset Answer 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


Supported 
Features 
(See 3GPP TS 
29.229 [9]) 


Supported- 
Features 





If present, this information element shall contain the list of features 
supported by the origin host. 


Result 
(See 7.4) 


Result-Code / 
Experimental- 
Result 


M 


This IE shall contain the result of the operation. 

The Result-Code AVP shall be used to indicate success / errors as defined 

in the Diameter Base Protocol. 

The Experimental-Result AVP shall be used for S6a/S6d errors. This is a 

grouped AVP which shall contain the 3GPP Vendor ID in the Vendor-Id 

AVP, and the error code in the Experimental-Result-Code AVP. 

There are no Experimental-Result codes applicable for this command. 



5.2.4.1.2 



Detailed behaviour of the IVIIVIE and the SGSN 



When receiving a Reset message the MME or SGSN shall mark all impacted subscriber records "Subscriber to be 
restored in HSS". The MME or SGSN shall make use of the received HSS- Address and may make use of the received 
User-Id-List (if any) in order to determine which subscriber records are impacted. 

At the next authenticated radio contact with the UE concerned, if the subscriber is marked as "subscriber to be restored 
in HSS", the restoration procedure shall be triggered. 



5.2.4.1.3 



Detailed behaviour of the HSS 



The HSS shall make use of this procedure in order to indicate to the MME and SGSN that the HSS has restarted and 
may have lost the current MME-Identity and SGSN-Identity of some of its subscribers who may be currently roaming 
in the MME area and SGSN-Identity, and that the HSS, therefore, cannot send a Cancel Location messages or Insert 
Subscriber Data messages when needed. 

The HSS optionally may include a list of Ids identifying a subset of subscribers served by the HSS, if the occurred 
failure is limited to those subscribers. 
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5.2.5 Notification Procedures 
5.2.5.1 Notification 

5.2.5.1.1 General 

The Notification Procedure shall be used between the MME and the HSS and between the SGSN and the HSS when an 
inter MME or SGSN location update does not occur but the HSS needs to be notified about 

- an update of terminal information; 

The Notification Procedure shall also be used between the MME and the HSS and between the SGSN and the HSS to 
notify the HSS about: 

- an assignment/change/removal of PDN GW for an APN; 

The Notification Procedure shall be used between the MME and the HSS when an inter MME location update does not 
occur but the HSS needs to be notified about 

- the need to send a Cancel Location to the current SGSN. 

The Notification Procedure shall be used between the SGSN and the HSS to notify the HSS about: 

- the UE is present or the UE has memory capacity available to receive one or more short messages. 
The Notification Procedure shall be used between the MME and the HSS to notify the HSS that: 

- the UE has become reachable again. 

This procedure is mapped to the commands Notify-Request/ Answer (NOR/NO A) in the Diameter application specified 
in chapter 7. 

Table 5.2.5.1.1/1 specifies the involved information elements for the request. 

Table 5.2.5.1.1/2 specifies the involved information elements for the answer. 
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Table 5.2.5.1.1/1: Notify Request 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


IMSI 


User-Name 
(See IETF 
RFC 3588 [4]) 


M 


This information element shall contain the user IMSI, formatted according 
to 3GPP TS 23.003 [3], clause 2.2. 


Supported 
Features 
(See 3GPP TS 
29.229 [9]) 


Supported- 
Features 





If present, this information element shall contain the list of features 
supported by the origin host. 


Terminal 
Information 
(See 7.3.3) 


Terminal- 
Information 


C 


This information element shall contain information about the user"s mobile 

equipment. 

When notifying the HSS about any change of Terminal Information, the 

MME or SGSN shall include the new Terminal Information in the request. 

Within this Information Element, only the IMEI and the Software-Version 

AVPs shall be used on the S6a/S6d interface. 


PDNGW 
Identity 
(See 7.3.45) 


MIP6-Agent- 
Info 


C 


This IE shall contain the address of the selected PDN GW for an APN. It 

shall be present if a new PDN-GW has been selected and the subscriber is 

allowed handover to non 3GPP access. 

When notifying the HSS about a newly selected PDN GW, the MME or 

SGSN shall include the PDN-GW-ldentity in the request. 

When notifying the HSS about removal of PDN GW for an APN, then this 

AVP shall not be included. 


Context 
Identifier 
(See 7.3.27) 


Context- 
Identifier 





This parameter shall identify the APN for the selected PDN GW. 

It may be present if it is available and the selected PDN-GW is present and 

is particular for one specific APN and not common to all the APNs. 

It may be present when notifying the HSS about removal of the PDN GW 

associated with the identified APN. 


APN 
(See TS 
23.008 [30]) 


Service- 
Selection 
(See IETF 
Draft draft-ietf- 
dime-mip6- 
split-12[20]) 


C 


This IE shall contain the APN for the selected PDN GW. It shall be present 
if the selected PDN-GW is present and is particular for one specific APN 
and not common to all the APNs. 

It shall be present when notifying the HSS about removal of the PDN GW 
associated with the indicated APN. 


Alert Reason 
(See 7.3.83) 


Alert-Reason 


C 


This parameter shall indicate if the mobile subscriber is present or the MS 

has memory available. 

It shall be present when notifying the HSS about the presence of the UE or 

the UE has memory capacity available to receive one or more short 

messages. 


NOR Flags 
(See 7.3.49) 


NOR-Flags 


C 


This Information Element shall contain a bit mask. See 7.3.49 for the 

meaning of the bits. Absence of this information element shall be 

interpreted as all bits set to 0. 

When notifying the HSS about the need to send cancel location to the 

current SGSN, the MME shall set the "Single-Registration-lndication" flag in 

the NOR-Flags. 

When notifying the HSS about the "restricted" status of the current SGSN 

area, the SGSN shall set the "SGSN area restricted" flag in the NOR-Flags. 

When notifying the HSS about the presence of the UE or the UE has 

memory capacity available to receive one or more short messages, the 

SGSN shall set the "Ready for SM" flag in the NOR-Flags. 

When notifying the HSS that the UE has become reachable again, the 

MME shall set the "UE Reachable" flag in the NOR-Flags. 
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Table 5.2.5.1.1/2: Notify Answer 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


Result 
(See 7.4) 


Result-Code / 
Experimental- 
Result 


M 


This IE shall contain the result of the operation. 

The Result-Code AVP shall be used to indicate success / errors as defined 

in the Diameter Base Protocol. 

The Experimental-Result AVP shall be used for S6a/S6d errors. This is a 

grouped AVP which shall contain the 3GPP Vendor ID in the Vendor-Id 

AVP, and the error code in the Experimental-Result-Code AVP. 

The following errors are applicable in this case: 

- User Unknown 


Supported 
Features 
(See 3GPP TS 
29.229 [9]) 


Supported- 
Features 





If present, this information element shall contain the list of features 
supported by the origin host. 



5.2.5.1 .2 Detailed behaviour of the IVIIVIE and the SGSN 

The MME or SGSN shall include conditional AVPs in NOR according to the description given in table 5.2.5.1.1/1. 

If a wild card APN is present in the subscription, for those specific APNs included in the wild card APN configuration, 
the MME or SGSN shall delete the specific APNs and the corresponding PDN GWs information from the wild card 
APN configuration when the related UE sessions are terminated. 

When receiving a Notify response from the HSS, no special action in the MME or SGSN is needed. 

5.2.5.1 .3 Detailed behaviour of the HSS 

When receiving a Notify request the HSS shall check whether the IMSI is known. 

If it is not known, a result code of DIAMETER_ERROR_USER_UNKNOWN is returned. 

If it is known, the HSS shall set the result code to DIAMETER_SUCCESS and 

- store the new terminal information if present in the request; 

store the new PDN GW for an APN if present in the request and the APN is present in the subscription; 

- store the new PDN GW for an APN if present in the request, and the APN is not present in the subscription but a 
wild card APN is present in the subscription; 

delete the stored PDN GW for an APN, if the APN IE or the Context Identifier IE is present in the request and 
the PDN GW Identity IE is not present in the request and there is the APN configuration; If the Context 
Identifier IE is received, the HSS may use it to locate the APN Configuration. 

- delete the stored PDN GW for an APN and the APN itself, if the APN IE is present in the request and the PDN 
GW Identity IE is not present in the request, and the APN is not present in the subscription but a wild card APN 
is present in the subscription; 

- mark the location area as "restricted" if so indicated in the request; 

- send Cancel Location to the current SGSN if so indicated in the request; 

- if the UE has become reachable again, send an indication to the Service Related Entity, 
and then send the response to the MME or SGSN. 
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MME - EIR (S13) and SGSN - EIR (S13') 



6.1 



Introduction 



The S13 interface shall enable the ME Identity check procedure between the MME and the EIR as described in the 
3GPPTS 23.401 [2]. 

The S13' interface shall enable the ME Identity check procedure between the SGSN and the EIR as described in the 
3GPPTS 23.060 [12]. 



6.2 ME Identity Check Procedures 
6.2.1 ME Identity Check 



6.2.1.1 



General 



This Mobile Equipment Identity Check Procedure shall be used between the MME and the EIR and between the SGSN 
and the EIR to check the Mobile Equipment's identity status (e.g. to check that it has not been stolen, or, to verify that it 
does not have faults). 

This procedure is mapped to the commands ME-Identity-Check-Request/ Answer (ECR/ECA) in the Diameter 
application specified in chapter 6. 

Table 6.2.1.1/1 specifies the involved information elements for the request. 

Table 6.2.1.1/2 specifies the involved information elements for the answer. 

Table 6.2.1.1/1: ME Identity Check Request 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


Terminal 
Information 
(See 7.3.3) 


Terminal- 
Information 


M 


This information element shall contain the information about the used mobile 
equipment i.e. the IMEI. 


IMSI 


User-Name 
(See IETF 
RFC 3588 [41) 





This information element shall contain the user IMSI, formatted according to 
3GPP TS 23.003 [3], clause 2.2. 



Table 6.2.1.1/2: ME Identity Check Answer 



Information 
element name 


Mapping to 
Diameter AVP 


Cat. 


Description 


Result 
(See 7.4) 


Result-Code / 
Experimental- 
Result 


M 


This IE shall contain the result of the operation. 

The Result-Code AVP shall be used to indicate success / errors as defined 

in the Diameter Base Protocol. 

The Experimental-Result AVP shall be used for S13/S13' errors. This is a 

grouped AVP which shall contain the 3GPP Vendor ID in the Vendor-Id 

AVP, and the error code in the Experimental-Result-Code AVP. 

The following errors are applicable in this case: 

- Unknown equipment 


Equipment 
Status 
(See 7.3.51) 


Equipment- 
Status 


C 


This information element shall contain the status of the requested mobile 
equipment as defined in 3GPP TS 22.016 [13]. 
It shall be present if the result of the ME Identity Check is 
DIAMETER SUCCESS. 
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6.2.1 .2 Detailed behaviour of the MME and the SGSN 

The MME or the SGSN shall make use of this procedure to check the ME identity, if the MME or the SGSN is 
configured to check the IMEI with the EIR. 

When receiving the ME Identity Check answer from the EIR, the MME or the SGSN shall check the result code and the 
equipment status. Dependent upon the result, the MME or the SGSN will decide its subsequent actions (e.g. sending an 
Attach Reject if the EIR indicates that the Mobile Equipment is unknown or blacklisted). 

6.2.1 .3 Detailed behaviour of the EIR 

When receiving an ME Identity Check request, the EIR shall check whether the mobile equipment is known. 

If it is not known, a result code of DIAMETER_ERROR_ EQUIPMENT_UNKNOWN is returned. 

If it is known, the EIR shall return DIAMETER_SUCCESS with the equipment status. 

IMSI may be sent together with Terminal Information to the EIR for operator-determined purposes. 
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7 Protocol Specification and Implementation 

7.1 Introduction 

7.1 .1 Use of Diameter base protocol 

The Diameter Base Protocol as specified in IETF RFC 3588 [4] shall apply except as modified by the defined support 
of the methods and the defined support of the commands and AVPs, result and error codes as specified in this 
specification. Unless otherwise specified, the procedures (including error handling and unrecognised information 
handling) shall be used unmodified. 

7.1 .2 Securing Diameter Messages 

For secure transport of Diameter messages, see 3GPP TS 33.210 [16] 

7.1 .3 Accounting functionality 

Accounting functionality (Accounting Session State Machine, related command codes and AVPs) shall not be used on 
the S6a, S6d, S 13 and S 13' interfaces. 

7.1.4 Use of sessions 

Between the MME and the HSS and between the SGSN and the HSS and between the MME and the FIR, Diameter 
sessions shall be implicitly terminated. An implicitly terminated session is one for which the server does not maintain 
state information. The client shall not send any re-authorization or session termination requests to the server. 

The Diameter base protocol includes the Auth-Session-State AVP as the mechanism for the implementation of 
implicitly terminated sessions. 

The client (server) shall include in its requests (responses) the Auth-Session-State AVP set to the value 
NO_STATF_MAINTAINFD (1), as described in IFTF RFC 3588 [4]. As a consequence, the server shall not maintain 
any state information about this session and the client shall not send any session termination request. Neither the 
Authorization-Lifetime AVP nor the Session-Timeout AVP shall be present in requests or responses. 

7. 1 .5 Transport protocol 

Diameter messages over the S6a, S6d, S13 and S13' interfaces shall make use of SCTP IFTF RFC 4960 [14] . 

7.1.6 Routing considerations 

This clause specifies the use of the Diameter routing AVPs Destination-Realm and Destination-Host. 

If an MMF or SGSN knows the address/name of the HSS for a certain user, both the Destination-Realm and 
Destination-Host AVPs shall be present in the request. Otherwise, only the Destination-Realm AVP shall be present and 
the command shall be routed to the next Diameter node. Consequently, the Destination-Host AVP is declared as 
optional in the ABNF for all requests initiated by an MMF or SGSN. 

The address/name of the FIR shall be locally configured in the MMF. 

Requests initiated by the HSS towards an MMF or SGSN shall include both Destination-Host and Destination-Realm 
AVPs. The HSS obtains the Destination-Host AVP to use in requests towards an MMF or SGSN, from the Origin-Host 
AVP received in previous requests from the MMF or SGSN. Consequently, the Destination-Host AVP is declared as 
mandatory in the ABNF for all requests initiated by the HSS. 

Destination-Realm AVP is declared as mandatory in the ABNF for all requests. 

7.1 .7 Advertising Application Support 
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The HSS, MME, SGSN and EIR shall advertise support of the Diameter S6a/S6d and/or S13/S13' Application by 
including the value of the application identifier in the Auth- Application-Id AVP within the Vendor-Specific- 
Application-Id grouped AVP of the Capabilities-Exchange-Request and Capabilities-Exchange-Answer commands. 

The vendor identifier value of 3GPP (10415) shall be included in the Supported- Vendor-Id AVP of the Capabilities- 
Exchange-Request and Capabilities-Exchange- Answer commands, and in the Vendor-Id AVP within the Vendor- 
Specific-Application-Id grouped AVP of the Capabilities-Exchange-Request and Capabilities-Exchange- Answer 
commands. 

The Vendor-Id AVP included in Capabilities-Exchange-Request and Capabilities-Exchange- Answer commands that is 
not included in the Vendor-Specific-Application-Id AVPs as described above shall indicate the manufacturer of the 
Diameter node as per RFC 3588 [4]. 



7.1 .8 Diameter Application Identifier 



This clause specifies two Diameter applications: one is for the S6a/S6d interface application, and the other is for the 
S13/S13' interface application. 

The S6a/S6d interface application allows a Diameter server and a Diameter client: 

- to exchange location information; 

- to authorize a user to access the EPS; 

- to exchange authentication information; 

- to download and handle changes in the subscriber data stored in the server. 

The S6a/S6d interface protocol shall be defined as an IETF vendor specific Diameter application, where the vendor is 
3GPP. The vendor identifier assigned by lANA to 3GPP (http://www.iana.org/assignments/enterprise-numbers) is 
10415. 

The Diameter application identifier assigned to the S6a/S6d interface application is 16777251 (allocated by lANA). 

The S13/S13' interface application allows a Diameter server and a Diameter client: 

- to check the validity of the ME Identity. 

The S13/S13' interface protocol shall be defined as an IETF vendor specific Diameter application, where the vendor is 
3GPP. The vendor identifier assigned by lANA to 3GPP (http://www.iana.org/assignments/enterprise-numbers) is 
10415. 

The Diameter application identifier assigned to the S13/S13' interface application is 16777252 (allocated by lANA). 

7.2 Commands 

7.2.1 Introduction 

This section defines the Command code values and related ABNF for each command described in this specification. 

7.2.2 Command-Code values 

This section defines Command-Code values for the S6a/S6d interface application and S13/S13' interface application as 
allocated by lANA in the IETF RFC 5516 [32]. 

Every command is defined by means of the ABNF syntax IETF RFC 2234 [7], according to the rules in IETF RFC 
3588 [4]. In the case, the definition and use of an AVP is not specified in this document, the guidelines in IETF RFC 
3588 [4] shall apply. 

The following Command Codes are defined in this specification: 
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Table 7.2.2/1 : Command-Code values for S6a/S6d 



Command-Name 


Abbreviation 


Code 


Section 


Update-Location-Request 


ULR 


316 


7.2.3 


Update-Location-Answer 


ULA 


316 


7.2.4 


Cancel-Location-Request 


CLR 


317 


7.2.7 


Cancel-Location-Answer 


CLA 


317 


7.2.8 


Authentication-Information- 
Request 


AIR 


318 


7.2.5 


Authentication-Information- 
Answer 


AIA 


318 


7.2.6 


Insert-Subscriber-Data-Request 


IDR 


319 


7.2.9 


Insert-Subscriber-Data-Answer 


IDA 


319 


7.2.10 


Delete-Subscriber-Data-Request 


DSR 


320 


7.2.11 


Delete-Subscriber-Data-Answer 


DSA 


320 


7.2.12 


Purge-UE-Request 


PUR 


321 


7.2.13 


Purge-UE-Answer 


PUA 


321 


7.2.14 


Reset-Request 


RSR 


322 


7.2.15 


Reset-Answer 


RSA 


322 


7.2.16 


Notify-Request 


NOR 


323 


7.2.17 


Notify-Answer 


NOA 


323 


7.2.18 



For these commands, the Application-ID field shall be set to 16777251 (application identifier of the S6a/S6d interface 
application, allocated by I AN A). 

Table 7.2.2/2: Command-Code values for S13/S13' 



Command-Name 


Abbreviation 


Code 


Section 


ME-ldentity-Check-Request 


ECR 


324 


7.2.19 


ME-ldentity-Check-Answer 


EGA 


324 


7.2.20 



For these commands, the Application-ID field shall be set to 16777252 (application identifier of the S13/S13' interface 
application, allocated by I AN A). 

7.2.3 Update-Location-Request (ULR) Command 

The Update-Location-Request (ULR) command, indicated by the Command-Code field set to 316 and the "R" bit set in 
the Command Flags field, is sent from MME or SGSN to HSS. 

Message Format 

< Update-Location-Request> ::= < Diameter Header: 316, REQ, PXY, 16777251 > 

< Session-Id > 
{ Auth-Session-State } 
{ Origin-Host } 
{ Origin-Realm } 
[ Destination-Host ] 
{ Destination-Realm } 
{ User-Name } 
*[ Supported-Features ] 
[ Terminal-Information ] 
{ RAT-Type } 
{ ULR-Flags } 
{ Visited-PLMN-Id } 
[ SGSN-Number ] 
*[ AVP ] 
*[ Proxy-Info ] 
*[ Route-Record ] 
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7.2.4 Update-Location-Answer (ULA) Command 

The Update-Location-Answer (ULA) command, indicated by the Command-Code field set to 316 and the 'R' bit cleared 
in the Command Flags field, is sent from HSS to MME or SGSN. 

Message Format 

< Update-Location- Answer> ::= < Diameter Header: 316, PXY, 16777251 > 

< Session-Id > 

[ Result-Code ] 

[ Experimental-Result ] 

{ Auth-Session-State } 

{ Origin-Host } 

{ Origin-Realm } 

*[ Supported-Features ] 

[ ULA-Flags ] 

[ Subscription-Data ] 

*[ AVP ] 

*[ Failed- AVP ] 

*[ Proxy-Info ] 

*[ Route-Record ] 

7.2.5 Authentication-Information-Request (AIR) Command 

The Authentication-Information-Request (AIR) command, indicated by the Command-Code field set to 3 1 8 and the 'R' 
bit set in the Command Flags field, is sent from MME or SGSN to HSS. 

Message Format 

< Authentication-Information-Request> ::= < Diameter Header: 318, REQ, PXY, 16777251 > 

< Session-Id > 

{ Auth-Session-State } 
{ Origin-Host } 
{ Origin-Realm } 
[ Destination-Host ] 
{ Destination-Realm } 
{ User-Name } 

* [Supported-Features] 

[ Requested-EUTRAN- Authentication-Info ] 

[ Requested-UTRAN-GERAN- Authentication-Info ] 

{ Visited-PLMN-Id } 

*[ AVP ] 

*[ Proxy-Info ] 

*[ Route-Record ] 

7.2.6 Authentication-Information-Answer (AIA) Command 

The Authentication-Information- Answer (AIA) command, indicated by the Command-Code field set to3 1 8 and the 'R' 
bit cleared in the Command Flags field, is sent from HSS to MME or SGSN. 

Message Format 

< Authentication-Information- Answer> ::= < Diameter Header: 318, PXY, 16777251 > 

< Session-Id > 
[ Result-Code ] 

[ Experimental-Result ] 
{ Auth-Session-State } 
{ Origin-Host } 
{ Origin-Realm } 

* [Supported-Features] 
[ Authentication-Info ] 
*[ AVP ] 

*[ Failed- AVP ] 
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*[ Proxy-Info ] 
*[ Route-Record 



7.2.7 Cancel-Location-Request (CLR) Command 

The Cancel-Location-Request (CLR) command, indicated by the Command-Code field set to 317 and the 'R' bit set in 
the Command Flags field, is sent from HSS to MME or SGSN. 

Message Format 

< Cancel-Location-Request> ::= < Diameter Header: 317, REQ, PXY, 16777251 > 

< Session-Id > 
{ Auth-Session-State } 
{ Origin-Host } 
{ Origin-Realm } 
{ Destination-Host } 
{ Destination-Realm } 
{ User-Name } 
*[Supported-Features ] 
{ Cancellation-Type } 
*[ AVP ] 
*[ Proxy-Info ] 
*[ Route-Record ] 

7.2.8 Cancel-Location-Answer (CLA) Command 

The Cancel-Location- Answer (CLA) command, indicated by the Command-Code field set to 317 and the 'R' bit cleared 
in the Command Flags field, is sent from MME or SGSN to HSS. 

Message Format 

< Cancel-Location-Answer> ::= < Diameter Header: 317, PXY, 16777251 > 

< Session-Id > 

*[ Supported-Features ] 

[ Result-Code ] 

[ Experimental-Result ] 

{ Auth-Session-State } 

{ Origin-Host } 

{ Origin-Realm } 

*[ AVP ] 

*[ Failed- AVP ] 

*[ Proxy-Info ] 

*[ Route-Record ] 

7.2.9 Insert-Subscriber-Data-Request (IDR) Command 

The Insert-Subscriber-Data-Request (IDR) command, indicated by the Command-Code field set to 319 and the 'R' bit 
set in the Command Flags field, is sent from HSS to MME or SGSN. 

Message Format 

< Insert-Subscriber-Data-Request> ::= < Diameter Header: 319, REQ, PXY, 16777251 > 

< Session-Id > 

{ Auth-Session-State } 

{ Origin-Host } 

{ Origin-Realm } 

{ Destination-Host } 

{ Destination-Realm } 

{ User Name } 

*[ Supported-Features] 

{ Subscription Data} 

[IDR- Flags ] 
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*[ AVP ] 

*[ Proxy-Info ] 

*[ Route-Record ] 

7.2.10 Insert-Subscriber-Data-Answer (IDA) Command 

The Insert-Subscriber-Data- Answer (IDA) command, indicated by the Command-Code field set to 319 and the 'R' bit 
cleared in the Command Flags field, is sent from MME or SGSN to HSS. 

Message Format 

< Insert-Subscriber-Data- Answer> ::= < Diameter Header: 319, PXY, 16777251 > 

< Session-Id > 

*[ Supported-Features ] 

[ Result-Code ] 

[ Experimental-Result ] 

{ Auth-Session-State } 

{ Origin-Host } 

{ Origin-Realm } 

[ IDA-Flags ] 

*[ AVP ] 

*[ Failed- AVP ] 

*[ Proxy-Info ] 

*[ Route-Record ] 

7.2.1 1 Delete-Subscriber-Data-Request (DSR) Command 

The Delete-SubscriberData-Request (DSR) command, indicated by the Command-Code field set to 320 and the 'R' bit 
set in the Command Flags field, is sent from HSS to MME or SGSN. 

Message Format 

< Delete-Subscriber-Data-Request > ::= < Diameter Header: 320, REQ, PXY, 16777251 > 

< Session-Id > 

{ Auth-Session-State } 

{ Origin-Host } 

{ Origin-Realm } 

{ Destination-Host } 

{ Destination-Realm } 

{ User-Name } 

*[ Supported-Features ] 

{ DSR-Flags } 

*[ Context-Identifier ] 

[ Trace-Reference ] 

*[ SS-Code ] 

*[ AVP ] 

*[ Proxy-Info ] 

*[ Route-Record ] 

7.2.12 Delete-Subscriber-Data-Answer (DSA) Command 

The Delete-SubscriberData- Answer (DSA) command, indicated by the Command-Code field set to 320 and the 'R' bit 
cleared in the Command Flags field, is sent from MME or SGSN to HSS. 

Message Format 

< Delete-Subscriber-Data-Answer> ::= < Diameter Header: 320, PXY, 16777251 > 

< Session-Id > 

*[ Supported-Features ] 

[ Result-Code ] 

[ Experimental-Result ] 

{ Auth-Session-State } 

{ Origin-Host } 

{ Origin-Realm } 
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[ DSA-Flags ] 
*[ AVP ] 
*[ Failed- AVP ] 
*[ Proxy-Info ] 
*[ Route-Record ] 

7.2.13 Purge-UE-Request (PUR) Command 

The Purge-UE-Request (PUR) command, indicated by the Command-Code field set to 321 and the 'R' bit set in the 
Command Flags field, is sent from MME or SGSN to HSS. 

Message Format 

< Purge-UE-Request> ::= < Diameter Header: 321, REQ, PXY, 16777251 > 

< Session-Id > 

{ Auth-Session-State } 

{ Origin-Host } 

{ Origin-Realm } 

[ Destination-Host ] 

{ Destination-Realm } 

{ User-Name } 

*[ Supported-Features ] 

*[ AVP ] 

*[ Proxy-Info ] 

*[ Route-Record ] 

7.2.14 Purge-UE-Answer (PUA) Command 

The Purge-UE-Answer (PUA) command, indicated by the Command-Code field set to 321 and the 'R' bit cleared in the 
Command Flags field, is sent from HSS to MME or SGSN. 

Message Format 

< Purge-UE-Answer> ::= < Diameter Header: 321, PXY, 16777251 > 

< Session-Id > 

*[ Supported-Features ] 

[ Result-Code ] 

[ Experimental-Result ] 

{ Auth-Session-State } 

{ Origin-Host } 

{ Origin-Realm } 

[ PUA-Flags ] 

*[ AVP ] 

*[ Failed- AVP ] 

*[ Proxy-Info ] 

*[ Route-Record ] 



7.2. 1 5 Reset-Request (RSR) Command 



The Reset-Request (RSR) command, indicated by the Command-Code field set to 322 and the 'R' bit set in the 
Command Flags field, is sent from HSS to MME or SGSN. 

Message Format 

< Reset-Request> ::= < Diameter Header: 322, REQ, PXY, 16777251 > 
< Session-Id > 
{ Auth-Session-State } 
{ Origin-Host } 
{ Origin-Realm } 
{ Destination-Host } 
{ Destination-Realm } 
*[ Supported-Features ] 
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*[ User-Id ] 
*[ AVP ] 
*[ Proxy-Info ] 
*[ Route-Record ] 

7.2.16 Reset-Answer (RSA) Command 

The Authentication-Information- Answer (RSA) command, indicated by the Command-Code field set to 322 and the 'R' 
bit cleared in the Command Flags field, is sent from MME or SGSN to HSS. 

Message Format 

< Reset- Answer> ::= < Diameter Header: 322, PXY, 16777251 > 

< Session-Id > 

*[ Supported-Features ] 

[ Result-Code ] 

[ Experimental-Result ] 

{ Auth-Session-State } 

{ Origin-Host } 

{ Origin-Realm } 

*[ AVP ] 

*[ Failed- AVP ] 

*[ Proxy-Info ] 

*[ Route-Record ] 

7.2.17 Notify-Request (NOR) Command 

The Notify-Request (NOR) command, indicated by the Command-Code field set to 323 and the 'R' bit set in the 
Command Flags field, is sent from MME or SGSN to HSS. 

Message Format 

< Notify-Request> ::= < Diameter Header: 323, REQ, PXY, 16777251 > 

< Session-Id > 

{ Auth-Session-State } 

{ Origin-Host } 

{ Origin-Realm } 

[ Destination-Host ] 

{ Destination-Realm } 

{ User-Name } 

* [ Supported-Features ] 

[ Terminal-Information ] 

[ MIP6-Agent-Info ] 

[ Context-Identifier ] 

[Service-Selection] 

[ Alert-Reason ] 

[ NOR-Flags ] 

*[ AVP ] 

*[ Proxy-Info ] 

*[ Route-Record ] 



7.2.18 Notify-Answer (NOA) Command 



The Notify-Answer (NOA) command, indicated by the Command-Code field set to 323 and the 'R' bit cleared in the 
Command Flags field, is sent from HSS to MME or SGSN. 

Message Format 

< Notify-Answer> ::= < Diameter Header: 323, PXY, 16777251 > 
< Session-Id > 
[ Result-Code ] 
[ Experimental-Result ] 
I Auth-Session-State | 
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{ Origin-Host } 

{ Origin-Realm } 

*[ Supported-Features ] 

*[ AVP ] 

*[ Failed- AVP ] 

*[ Proxy-Info ] 

*[ Route-Record ] 

7.2.19 ME- Identity-Check- Request (ECR) Command 

The ME-Identity-Check-Request (ECR) command, indicated by the Command-Code field set to 324 and the 'R' bit set 
in the Command Flags field, is sent from MME or SGSN to FIR. 

Message Format 

< MF-Identity-Check-Request > ::= < Diameter Header: 324, RFQ, PXY, 16777252 > 

< Session-Id > 

{ Auth-Session-State } 

{ Origin-Host } 

{ Origin-Realm } 

[ Destination-Host ] 

{ Destination-Realm } 

{ Terminal-Information } 

[ User-Name ] 

*[ AVP ] 

*[ Proxy-Info ] 

*[ Route-Record ] 

7.2.20 ME-ldentity-Check-Answer (ECA) Command 

The MF-Identity-Check- Answer (FCA) command, indicated by the Command-Code field set to 324 and the 'R' bit 
cleared in the Command Flags field, is sent from FIR to MMF or SGSN. 

Message Format 

< ME-Identity-Check-Answer> ::= < Diameter Header: 324, PXY, 16777252 > 

< Session-Id > 
[ Result-Code ] 

[ Fxperimental-Result ] 

{ Auth-Session-State } 

{ Origin-Host } 

{ Origin-Realm } 

[ Fquipment-Status ] 

*[ AVP ] 

*[ Failed- AVP ] 

*[ Proxy-Info ] 

*[ Route-Record ] 
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7.3 Information Elements 
7.3.1 General 

The following table specifies the Diameter AVPs defined for the S6a/S6d interface protocol and S13/S13' interface 
protocol, their AVP Code values, types, possible flag values and whether or not the AVP may be encrypted. The 
Vendor-ID header of all AVPs defined in this specification shall be set to 3GPP (10415). 
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Table 7.3.1/1 : S6a/S6d and 813/813' specific Diameter AVPs 





AVP Flag rules 




Attribute Name 


AVP 
Code 


Section 
defined 


Value Type 


Must 


May 


Should 
not 


Must 
not 


May 
Encr. 


Subscription-Data 


1400 


7.3.2 


Grouped 


M 


V 








No 


Terminal-Information 


1401 


7.3.3 


Grouped 


M 


V 








No 


IMEI 


1402 


7.3.4 


UTF8String 


M 


V 








No 


Software-Version 


1403 


7.3.5 


UTF8String 


M 


V 








No 


QoS-Subscribed 


1404 


7.3.77 


OctetString 


M 


V 








No 


ULR-Flags 


1405 


7.3.7 


Unsigned32 


M 


V 








No 


ULA-Flags 


1406 


7.3.8 


Unsigned32 


M 


V 








No 


Visited-PLMN-ld 


1407 


7.3.9 


OctetString 


M 


V 








No 


Requested-EUTRAN-Authentication- 
Info 


1408 


7.3.11 


Grouped 


M 


V 








No 


Requested-UTRAN- GERAN- 
Authentication-lnfo 


1409 


7.3.12 


Grouped 


M 


V 








No 


Number-Of-Requested-Vectors 


1410 


7.3.14 


Unsigned32 


M 


V 








No 


Re-Synchronization-Info 


1411 


7.3.15 


OctetString 


M 


V 








No 


Immediate-Response-Preferred 


1412 


7.3.16 


Unsigned32 


M 


V 








No 


Authentication-Info 


1413 


7.3.17 


Grouped 


M 


V 








No 


E-UTRAN-Vector 


1414 


7.3.18 


Grouped 


M 


V 








No 


UTRAN-Vector 


1415 


7.3.19 


Grouped 


M 


V 








No 


GERAN-Vector 


1416 


7.3.20 


Grouped 


M 


V 








No 


Network-Access-IVIode 


1417 


7.3.21 


Enumerated 


M 


V 








No 


HPLMN-ODB 


1418 


7.3.22 


Enumerated 


M 


V 








No 


Item-Number 


1419 


7.3.23 


Unsigned32 


M 


V 








No 


Cancellation-Type 


1420 


7.3.24 


Enumerated 


M 


V 








No 


DSR-Flags 


1421 


7.3.25 


Unsigned32 


M 


V 








No 


DSA-Flags 


1422 


7.3.26 


Unsigned32 


M 


V 








No 


Context-Identifier 


1423 


7.3.27 


Unsigned32 


M 


V 








No 


Subscriber-Status 


1424 


7.3.29 


Enumerated 


M 


V 








No 


Operator-Determined-Barring 


1425 


7.3.30 


Unsigned32 


M 


V 








No 


Access-Restriction-Data 


1426 


7.3.31 


Unsigned32 


M 


V 








No 


APN-OI-Replacement 


1427 


7.3.32 


UTF8String 


M 


V 








No 


AII-APN-Configurations-lncluded- 
Indicator 


1428 


7.3.33 


Enumerated 


M 


V 








No 


APN-Configuration-Profile 


1429 


7.3.34 


Grouped 


M 


V 








No 


APN-Configuration 


1430 


7.3.35 


Grouped 


M 


V 








No 


EPS-Subscribed-QoS-Profile 


1431 


7.3.37 


Grouped 


M 


V 








No 


VPLMN-Dynamic-Address-Allowed 


1432 


7.3.38 


Enumerated 


M 


V 








No 


STN-SR 


1433 


7.3.39 


OctetString 


M 


V 








No 


Alert-Reason 


1434 


7.3.83 


Enumerate 


M 


V 








No 


AMBR 


1435 


7.3.41 


Grouped 


M 


V 








No 


CSG-Subscription-Data 


1436 


7.3.78 


Grouped 


M 


V 








No 


CSG-ld 


1437 


7.3.79 


Unsigned32 


M 


V 








No 


PDN-GW-Allocation-Type 


1438 


7.3.44 


Enumerated 


M 


V 








No 


Expiration-Date 


1439 


7.3.80 


Time 


M 


V 








No 


RAT-Frequency-Selection-Priority-ID 


1440 


7.3.46 


Unsigned32 


M 


V 








No 


IDA-Flaqs 


1441 


7.3.47 


Unsigned32 


M 


V 








No 


PUA-Flags 


1442 


7.3.48 


Unsigned32 


M 


V 








No 


NOR-Flags 


1443 


7.3.49 


Unsigned32 


M 


V 








No 


User-Id 


1444 


7.3.50 


OctetString 


V 








M 


No 


Equipment-Status 


1445 


7.3.51 


Enumerated 


M 


V 








No 


Regional-Subscription-Zone-Code 


1446 


7.3.52 


OctetString 


M 


V 








No 


RAND 


1447 


7.3.53 


OctetString 


M 


V 








No 


XRES 


1448 


7.3.54 


OctetString 


M 


V 








No 


AUTN 


1449 


7.3.55 


OctetString 


M 


V 








No 


KASME 


1450 


7.3.56 


OctetString 


M 


V 








No 


Trace-Depth-Per-NE-Type 


1451 


7.3.97 


Grouped 


M 


V 








No 


Trace-Collection-Entity 


1452 


7.3.98 


Address 


M 


V 








No 


Kc 


1453 


7.3.59 


OctetString 


M 


V 








No 


SRES 


1454 


7.3.60 


OctetString 


M 


V 








No 


PDN-Type 


1456 


7.3.62 


Enumerated 


M 


V 








No 


Roaming-Restricted-Due-To- 
Unsupported-Feature 


1457 


7.3.81 


Enumerated 


M 


V 








No 
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Trace- Data 


1458 


7.3.63 


Grouped 


M 


V 








No 


Trace-Reference 


1459 


7.3.64 


OctetString 


M 


V 








No 


Trace-Depth-List 


1460 


7.3.65 


Grouped 


M 


V 








No 


Network-Element-Type 


1461 


7.3.66 


Enumerated 


M 


V 








No 


Trace-Depth 


1462 


7.3.67 


Enumerated 


M 


V 








No 


Trace-NE-Type-List 


1463 


7.3.68 


OctetString 


M 


V 








No 


Trace-Interface-List 


1464 


7.3.69 


OctetString 


M 


V 








No 


Trace-Event-List 


1465 


7.3.70 


OctetString 


M 


V 








No 


OMC-ld 


1466 


7.3.71 


OctetString 


M 


V 








No 


GPRS-Subscription-Data 


1467 


7.3.72 


Grouped 


M 


V 








No 


Complete-Data-List-lncluded- 
Indicator 


1468 


7.3.73 


Enumerated 


M 


V 








No 


PDP-Context 


1469 


7.3.74 


Grouped 


M 


V 








No 


PDP-Type 


1470 


7.3.75 


OctetString 


M 


V 








No 


3GPP2-MEID 


1471 


7.3.6 


OctetString 


M 


V 








No 


Specific-APN-lnfo 


1472 


7.3.82 


Grouped 


M 


V 








No 


LCS-lnfo 


1473 


7.3.84 


Grouped 


M 


V 








No 


GMLC-Address 


1474 


7.3.85 


OctetString 


M 


V 








No 


LCS-PrivacyException 


1475 


7.3.86 


Grouped 


M 


V 








No 


SS-Code 


1476 


7.3.87 


OctetString 


M 


V 








No 


SS-Status 


1477 


7.3.88 


Grouped 


M 


V 








No 


Notification-To-UE-User 


1478 


7.3.89 


Enumerated 


M 


V 








No 


External-Client 


1479 


7.3.90 


Grouped 


M 


V 








No 


Client-Identity 


1480 


7.3.91 


OctetString 


M 


V 








No 


GMLC-Restriction 


1481 


7.3.92 


Enumerated 


M 


V 








No 


PLMN-Client 


1482 


7.3.93 


Enumerated 


M 


V 








No 


Service-Type 


1483 


7.3.94 


Grouped 


M 


V 








No 


ServiceTypeldentity 


1484 


7.3.95 


Unsigned32 


M 


V 








No 


MO-LR 


1485 


7.3.96 


Grouped 


M 


V 








No 


Teleservice-List 


1486 


7.3.99 


Grouped 


M 


V 








No 


TS-Code 


1487 


7.3.100 


OctetString 


M 


V 








No 


Call-Barring-lnfor-List 


1488 


7.3.101 


Grouped 


M 


V 








No 


SGSN-Number 


1489 


7.3.102 


OctetString 


M 


V 








No 


IDR-Flags 


1490 


7.3.103 


Unsigned32 


M 


V 








No 


NOTE 1 : The AVP header bit denoted as "M", indicates whether support of the AVP is required. The AVP header bit 
denoted as "V", indicates whether the optional Vendor-ID field is present in the AVP header. For further 
details, see IETF RFC 3588 [4]. 



The following table specifies the Diameter AVPs re-used by the S6a/S6d interface protocol from existing Diameter 
Applications, including a reference to their respective specifications and when needed, a short description of their use 
within S6a and S6d. 

Any other AVPs from existing Diameter Applications, except for the AVPs from Diameter Base Protocol, do not need 
to be supported. The AVPs from Diameter Base Protocol are not included in table 7.3.1/2, but they may be re-used for 
the S6a/S6d protocol and the S13/S13' protocol. 
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Table 7.3.1/2: S6a/S6d and S13/S13' re-used Diameter AVPs 



Attribute Name 


Reference 


Comments 


Service-Selection 


IETF Draft draft-ietf-dime- 
mip6-split-12[20] 


See section 7.3.36 


3GPP-Charging- 
Characteristics 


3GPP TS 32.299 [8] 


See 3GPP TS 29.061 [21], 3GPP TS 23.060 [12] Table 5 and 
3GPP TS 32.298 [22] section 5.1 .2.2.7 


Supported-Features 


3GPP TS 29.229 [9] 




Feature-List-ID 


3GPP TS 29.229 [9] 




Feature-List 


3GPP TS 29.229 [9] 


See section 7.3.10 


Served-Party-IP- 
Address 


3GPP TS 32.299 [8] 


holds the PDN IP Address of the user 


QoS-Class-ldentifier 


3GPPTS 29.212 [10] 




Allocation-Retention- 
Priority 


3GPPTS 29.212 [10] 


See section 7.3.40 


Priority-Level 


3GPPTS 29.212 [10] 




Pre-emption-Capability 


3GPPTS 29.212 [10] 




Pre-emption- 
Vulnerability 


3GPPTS 29.212 [10] 




Max-Requested- 
Bandwidth-DL 


3GPPTS 29.214 [11] 




Max-Requested- 
Bandwidth-UL 


3GPPTS 29.214 [11] 




RAT-Type 


3GPPTS 29.212 [10] 


See section 7.3.13 


MSISDN 


3GPP TS 29.329 [25] 




MIP6-Agent-lnfo 


IETF Draft RFC 5447 [26] 




MIP-Home-Agent- 
Address 


lb IF RFC 4004 [27] 




MIP-Home-Agent-Host 


IETF RFC 4004 [27] 




PDP-Address 


3GPP TS 32.299 [8] 




Confidentiality-Key 


3GPP TS 29.229 [9] 


See section 7.3.57 


Integrity-Key 


3GPP TS 29.229 [9] 


See section 7.3.58 



7.3.2 Subscription-Data 



Tlie Subscription-Data AVP is of type Grouped. It sliall contain tlie information related to tlie user profile relevant for 
EPS and GERAN/UTRAN. 

AVP format: 

Subscription-Data ::=< AVP header: 1400 10415> 

[ Subscriber-Status ] 

[ MSISDN ] 

[ STN-SR ] 

[ Network-Access-Mode ] 

[ Operator-Determined-Barring ] 

[ HPLMN-ODB ] 

* [ Regional-Subscription-Zone-Code] 

[ Access-Restriction-Data ] 

[ APN-OI-Replacement ] 

[ LCS-Info ] 

[ Teleservice-List ] 

[ Call-Barring-Infor-List ] 
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[ 3GPP-Charging-Characteristics ] 
[ AMBR ] 

[ APN-Configuration-Profile ] 
[ RAT-Frequency-S election-Priority-ID ] 
[ Trace-Data] 

[ GPRS-Subscription-Data ] 
*[ CSG-Subscription-Data ] 

[ Roaming-Restricted-Due-To-Unsupported-Feature ] 
*[ AVP ] 
The AMBR included in this grouped AVP shall include the AMBR associated to the user"s subscription (UE-AMBR). 

7.3.3 Terminal-Information 

The Terminal-Information AVP is of type Grouped. This AVP shall contain the information about the user"s terminal. 
AVP format 

Terminal Information ::= <AVP header: 1401 10415> 

[IMEI] 

[3GPP2-MEID] 

[Software- Version] 

*[AVP] 

7.3.4 IMEI 

The IMEI AVP is of type UTFSString. This AVP shall contain the International Mobile Equipment Identity. See 3GPP 
TS 23.003 [3] 

7.3.5 Software-Version 

The Soft ware- Version AVP is of type UTFSString. This AVP contains the Software Version of the International Mobile 
Equipment Identity. See 3GPP TS 23.003 [3] 

7.3.6 3GPP2-MEID 

This AVP is of type OctetString. This AVP contains the Mobile Equipment Identifier of the user's terminal. For further 
details on the encoding of this AVP, refer to 3GPP2 A.S0022 [28]. 



7.3.7 ULR-Flags 



The ULR-Flags AVP is of type Unsigned32 and it shall contain a bit mask. The meaning of the bits shall be as defined 
in table 7.3.7/1: 
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Table 7.3.7/1 :ULR-Flags 



Bit 


Name 


Description 





Single-Registration- 
Indication 


This bit, when set, indicates that the HSS shall send Cancel 
Location to the SGSN. An SGSN shall not set this bit when 
sending ULR. 


1 


S6a/S6d-lndicator 


This bit, when set, indicates that the ULR message is sent on 
the S6a interface, i.e. the source node is an MME (or a 
combined MME/SGSN to which the UE is attached via E- 
UTRAN). 

This bit, when cleared, indicates that the ULR message is sent 
on the S6d interface, i.e. the source node is an SGSN (or a 
combined MME/SGSN to which the UE is attached via UTRAN 
orGERAN). 


2 


Skip Subscriber 
Data 


This bit, when set, indicates that the HSS may skip subscription 
data in ULA(if the HSS effectively skips the sending of 
subscription data, the GPRS-Subscription-Data-Indicator flag 
can be ignored. 


3 


GPRS-Subscription- 
Data-Indicator 


This bit, when set, indicates that the HSS shall include in the 
ULA command the GPRS subscription data, if available in the 
HSS; it shall be included in the GPRS-Subscription-Data AVP 
inside the Subscription-Data AVP (see 7.3.2). 
Otherwise, the HSS shall not include the GPRS-Subscription- 
Data AVP in the response. 
A standalone MME shall not set this bit when sending a ULR. 


4 


Node-Type- 
Indicator 


This bit, when set, indicates that the requesting node is a 
combined MME/SGSN. 

This bit, when cleared, indicates that the requesting node is a 
single MME or SGSN; in this case, if the S6a/S6d-lndicator is 
set, the HSS may skip the check of those supported features 
only applicable to the SGSN, and consequently skip the 
download of the SMS/LCS-related subscription data to a 
standalone MME. 


Bits not defined in this table shall be cleared by the sending MME or SGSN and discarded by the 
receiving HSS. 



7.3.8 ULA-Flags 

The ULA-Flags AVP is of type Unsigned32 and it shall contain a bit mask. The meaning of the bits shall be as defined 
in table 7.3.8/1: 

Table 7.3.8/1: ULA-Flags 



Bit 


Name 


Description 





Separation 
Indication 


This bit, when set, indicates that the HSS stores SGSN number 
and MME number in separate memory. A Rel-8 HSS shall set 
the bit. An IWF interworking with a pre Rel-8 HSS/HLR shall 
clear the bit. 


Bits not defined in this table shall be cleared by the sending HSS and discarded by the receiving 
MME or SGSN. 



7.3.9 Visited-PLMN-ld 

The Visited-PLMN-Id AVP is of type OctetString. This AVP shall contain the concatenation of MCC and MNC. See 
3GPP TS 23.003 [3]. The content of this AVP shall be encoded as an octet string according to table 7.3.9-1. 

See 3GPP TS 24.008 [31], clause 10.5.1.13, PLMN Hst, for the coding of MCC and MNC. If MNC is 2 digits long, bits 
5 to 8 of octet 2 are coded as "1111". 
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Table 7.3.9/1 : Encoding format for Visited-PLMN-ld AVP 
8 7 6 5 4 3 2 1 

octet 1 
octet 2 
octet 3 



MCC digit 2 


MCC digit 1 


MNCdigitS 


MCC digit 3 


MNC digit 2 


MNC digit 1 



7.3.10 Feature-List AVP 

The syntax of this AVP is defined in 3GPP TS 29.229 [9]. For the S6a/S6d application, the meaning of the bits shall be 
as defined in table 7.3.10/1. 
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Table 7.3.10/1: Features of Feature-List-ID 1 used in S6a/S6d 



Feature 
bit 


Feature 


M/0 


Description 





ODB-all- 
APN 





Operator Determined Barring of all Packet Oriented Services 

This feature is applicable for the ULR and IDA commands. 

If the MME or SGSN does not support this feature, the HSS shall not send this 

ODB barring category to the MME or SGSN within ULA. Instead the HSS may 

reject location update. 

If the MME or SGSN does not indicate support of this feature in IDA and the 

HSS has sent this ODB category within IDR, the HSS may apply barring of 

roaming and send CLR. 


1 


ODB- 

HPLMN- 

APN 





Operator Determined Barring of Packet Oriented Services from access points 
that are within the HPLMN whilst the subscriber is roaming in a VPLMN 

This feature is applicable for the ULR and IDA commands. 

If the MME or SGSN does not support this feature, the HSS shall not send this 

ODB barring category to the MME or SGSN within ULA. Instead the HSS may 

reject location update. 

If the MME or SGSN does not indicate support of this feature in IDA and the 

HSS has sent this ODB category within IDR, the HSS may apply barring of 

roaming and send CLR. 


2 


ODB- 

VPLMN- 

APN 





Operator Determined Barring of Packet Oriented Services from access points 
that are within the roamed to VPLMN 

This feature is applicable for the ULR and IDA commands. 

If the MME or SGSN does not support this feature, the HSS shall not send this 

ODB barring category to the MME or SGSN within ULA. Instead the HSS may 

reject location update. 

If the MME or SGSN does not indicate support of this feature in IDA and the 

HSS has sent this ODB category within IDR, the HSS may apply barring of 

roaming and send CLR. 


3 


ODB-all- 
OG 




Operator Determined Barring of all outgoing calls 

This feature is applicable for the ULR and IDA commands to the SGSN. The 

HSS shall not send this ODB barring category to the MME. 

If the SGSN does not support this feature, the HSS shall not send this ODB 

barring category to the SGSN within ULA. Instead the HSS may reject location 

update. 

If the SGSN does not indicate support of this feature in IDA and the HSS has 

sent this ODB category within IDR, the HSS may apply barring of roaming and 

send CLR. 


4 


ODB-all- 

Internatio 

nalOG 




Operator Determined Barring of all outgoing international calls 

This feature is applicable for the ULR and IDA commands to the SGSN. The 

HSS shall not send this ODB barring category to the MME. 

If the SGSN does not support this feature, the HSS shall not send this ODB 

barring category to the SGSN within ULA. Instead the HSS may reject location 

update. 

If the SGSN does not indicate support of this feature in IDA and the HSS has 

sent this ODB category within IDR, the HSS may apply barring of roaming and 

send CLR. 


5 


ODB-all- 

Internatio 

nalOGNo 

tToHPLM 

N- 

Country 




Operator Determined Barring of all outgoing international calls except those 
directed to the home PLMN country 

This feature is applicable for the ULR and IDA commands to the SGSN. The 

HSS shall not send this ODB barring category to the MME. 

If the SGSN does not support this feature, the HSS shall not send this ODB 

barring category to the SGSN within ULA. Instead the HSS may reject location 

update. 

If the SGSN does not indicate support of this feature in IDA and the HSS has 

sent this ODB category within IDR, the HSS may apply barring of roaming and 

send CLR. 
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6 


ODB-all- 

Interzona 

lOG 




Operator Determined Barring of all outgoing inter-zonal calls 

This feature is applicable for the ULR and IDA commands to the SGSN. The 

HSS shall not send this ODB barring category to the MME. 

If the SGSN does not support this feature, the HSS shall not send this ODB 

barring category to the SGSN within ULA. Instead the HSS may reject location 

update. 

If the SGSN does not indicate support of this feature in IDA and the HSS has 

sent this ODB category within IDR, the HSS may apply barring of roaming and 

send CLR. 


7 


ODB-all- 

Interzona 

lOGNotT 

oHPLMN 

-Country 




Operator Determined Barring of all outgoing inter-zonal calls except those 
directed to the home PLMN country 

This feature is applicable for the ULR and IDA commands to the SGSN. The 

HSS shall not send this ODB barring category to the MME. 

If the SGSN does not support this feature, the HSS shall not send this ODB 

barring category to the SGSN within ULA. Instead the HSS may reject location 

update. 

If the SGSN does not indicate support of this feature in IDA and the HSS has 

sent this ODB category within IDR, the HSS may apply barring of roaming and 

send CLR. 


8 


ODB-all- 

Interzona 

lOGAndl 

nternatio 

nalOGNo 

tToHPLM 

N- 

Country 




Operator Determined Barring of all outgoing international calls except those 
directed to the home PLMN country and Barring of all outgoing inter-zonal calls 

This feature is applicable for the ULR and IDA commands to the SGSN. The 

HSS shall not send this ODB barring category to the MME. 

If the SGSN does not support this feature, the HSS shall not send this ODB 

barring category to the SGSN within ULA. Instead the HSS may reject location 

update. 

If the SGSN does not indicate support of this feature in IDA and the HSS has 

sent this ODB category within IDR, the HSS may apply barring of roaming and 

send CLR. 


9 


RegSub 





Regional Subscription 

This feature is applicable for the ULR, IDA and DSA commands. 

If the MME or SGSN does not support this feature, the HSS shall not send 

Regional Subscription Zone Codes to the MME or SGSN within ULA. Instead 

the HSS may reject location update. 

If the MME or SGSN does not indicate support of this feature in IDA and the 

HSS has sent Regional Subscription Zone Codes within IDR, the HSS may 

apply barring of roaming and send CLR. 


10 


Trace 





Trace Function 

This feature is applicable for the ULR, IDA and DSA commands. 

If the MME or SGSN does not indicate support of this feature in ULR, the HSS 

shall not send Trace Data to the MME or SGSN within ULA. 

If the MME or SGSN does not indicate support of this feature in IDA, and the 
HSS has sent Trace Data within IDR, the HSS may store this indication, and 
not send any further Trace Data to that MME or SGSN. 

If the MME or SGSN does not indicate support of this feature in DSA, and the 
HSS has sent Trace Data within DSR, the HSS may store this indication, and 
not send any further Trace Data to that MME or SGSN 


11 


LCS-all- 
PrivExce 
P 





All LCS Privacy Exception Classes 

This feature is applicable for the ULR and IDA commands. 

If the SGSN does not support this feature, the HSS shall not send the related 

LCS information to the SGSN within ULA. 

If the SGSN does not indicate support of this feature in IDA, and the HSS has 
sent the related LCS information within IDR, the HSS may store this indication, 
and not send any further LCS information to that SGSN. 
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12 


LCS- 
Universal 





Allow location by any LCS client 

This feature is applicable for the ULR and IDA commands. 

If the SGSN does not support this feature, the HSS shall not send the related 

LCS information to the SGSN within ULA. 

If the SGSN does not indicate support of this feature in IDA, and the HSS has 
sent the related LCS information within IDR, the HSS may store this indication, 
and not send any further LCS information to that SGSN. 


13 


LCS- 
CallSessi 
onRelate 
d 





Allow location by any value added LCS client to which a call/session is 
established from the target UE 

This feature is applicable for the ULR and IDA commands. 

If the SGSN does not support this feature, the HSS shall not send the related 

LCS information to the SGSN within ULA. 

If the SGSN does not indicate support of this feature in IDA, and the HSS has 
sent the related LCS information within IDR, the HSS may store this indication, 
and not send any further LCS information to that SGSN. 


14 


LCS- 
CallSessi 
onUnrela 
ted 





Allow location by designated external value added LCS clients 

This feature is applicable for the ULR and IDA commands. 

If the SGSN does not support this feature, the HSS shall not send the related 

LCS information to the SGSN within ULA. 

If the SGSN does not indicate support of this feature in IDA, and the HSS has 
sent the related LCS information within IDR, the HSS may store this indication, 
and not send any further LCS information to that SGSN. 


15 


LCS- 

PLMNOp 

erator 





Allow location by designated PLMN operator LCS clients 

This feature is applicable for the ULR and IDA commands. 

If the SGSN does not support this feature, the HSS shall not send the related 

LCS information to the SGSN within ULA. 

If the SGSN does not indicate support of this feature in IDA, and the HSS has 
sent the related LCS information within IDR, the HSS may store this indication, 
and not send any further LCS information to that SGSN. 


16 


LCS- 

ServiceT 

ype 





Allow location by LCS clients of a designated LCS service type 

This feature is applicable for the ULR and IDA commands. 

If the SGSN does not support this feature, the HSS shall not send the related 

LCS information to the SGSN within ULA. 

If the SGSN does not indicate support of this feature in IDA, and the HSS has 
sent the related LCS information within IDR, the HSS may store this indication, 
and not send any further LCS information to that SGSN. 


17 


LCS-all- 

MOLR- 

SS 





All Mobile Originating Location Request Classes 

This feature is applicable for the ULR and IDA commands. 

If the SGSN does not support this feature, the HSS shall not send the related 

LCS information to the SGSN within ULA. 

If the SGSN does not indicate support of this feature in IDA, and the HSS has 
sent the related LCS information within IDR, the HSS may store this indication, 
and not send any further LCS information to that SGSN. 


18 


LCS- 

BasicSelf 

Location 





Allow an MS to request its own location 

This feature is applicable for the ULR and IDA commands. 

If the SGSN does not support this feature, the HSS shall not send the related 

LCS information to the SGSN within ULA. 

If the SGSN does not indicate support of this feature in IDA, and the HSS has 
sent the related LCS information within IDR, the HSS may store this indication, 
and not send any further LCS information to that SGSN. 
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19 


LCS- 
Autonom 
ousSelfL 
ocation 





Allow an MS to perform self location without interaction with the PLMN 

This feature is applicable for the ULR and IDA commands. 

If the SGSN does not support this feature, the HSS shall not send the related 

LCS information to the SGSN within ULA. 

If the SGSN does not indicate support of this feature in IDA, and the HSS has 
sent the related LCS information within IDR, the HSS may store this indication, 
and not send any further LCS information to that SGSN. 


20 


LCS- 
Transfer 
ToThirdP 
arty 





Allow an MS to request transfer of its location to another LCS client 

This feature is applicable for the ULR and IDA commands. 

If the SGSN does not support this feature, the HSS shall not send the related 

LCS information to the SGSN within ULA. 

If the SGSN does not indicate support of this feature in IDA, and the HSS has 
sent the related LCS information within IDR, the HSS may store this indication, 
and not send any further LCS information to that SGSN. 


21 


SM-MO- 
PP 





ShortMessage MO-PP 

This feature is applicable for the ULR and IDA commands over S6d. 

If the SGSN does not support this feature, the HSS shall not send the related 

SMS information to the SGSN within ULA. 

If the SGSN does not indicate support of this feature in IDA, and the HSS has 

sent the related SMS information within IDR, the HSS may store this indication, 

and not send any further SMS information to that SGSN. 


22 


Barring- 
Outgoing 
Calls 





Barring of Outgoing Calls 

This feature is applicable for the ULR and IDA commands over S6d. 

If the SGSN does not support this feature, the HSS shall not send the related 

SMS information to the SGSN within ULA. 

If the SGSN does not indicate support of this feature in IDA, and the HSS has 

sent the related SMS information within IDR, the HSS may store this indication, 

and not send any further SMS information to that SGSN. 


23 


BAOC 





Barring of all outgoing calls 

This feature is applicable for the ULR and IDA commands over S6d. 

If the SGSN does not support this feature, the HSS shall not send the related 

SMS information to the SGSN within ULA. 

If the SGSN does not indicate support of this feature in IDA, and the HSS has 

sent the related SMS information within IDR, the HSS may store this indication, 

and not send any further SMS information to that SGSN. 


24 


BOIC 





Barring of outgoing international calls 

This feature is applicable for the ULR and IDA commands over S6d. 

If the SGSN does not support this feature, the HSS shall not send the related 

SMS information to the SGSN within ULA. 

If the SGSN does not indicate support of this feature in IDA, and the HSS has 

sent the related SMS information within IDR, the HSS may store this indication, 

and not send any further SMS information to that SGSN. 


25 


BOICEx 
HC 





Barring of outgoing international calls except those directed to the home PLMN 

Country 

This feature is applicable for the ULR and IDA commands over S6d. 

If the SGSN does not support this feature, the HSS shall not send the related 

SMS information to the SGSN within ULA. 

If the SGSN does not indicate support of this feature in IDA, and the HSS has 

sent the related SMS information within IDR, the HSS may store this indication, 

and not send any further SMS information to that SGSN. 
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Feature bit: The order number of the bit within the Supported-Features AVP, e.g. "1". 

Feature: A short name that can be used to refer to the bit and to the feature, e.g. "ODB-HPLIVIN-APN". 

IVI/O: Defines if the implementation of the feature is mandatory ("IVI") or optional ("O"). 

Description: A clear textual description of the feature. 



7.3.11 Requested-EUTRAN-Authentication-lnfo 

The Requested-EUTRAN- Authentication-Info is of type Grouped. It shall contain the information related to the 
authentication requests for E-UTRAN. 

AVP format 

Requested- EUTRAN-Authentication-Info ::= <AVP header: 1408 10415> 

[ Number-Of-Requested- Vectors] 

[ Immediate-Response-Preferred ] 

[ Re-synchronization-Info ] 

*[AVP] 

7.3.12 Requested-UTRAN-GERAN-Authentication-lnfo 

The Requested-UTRAN-GERAN- Authentication-Info is of type Grouped. It shall contain the information related to the 
to authentication requests for UTRAN or GERAN. 

AVP format 

Requested-UTRAN-GERAN-Authentication-Info ::= <AVP header: 1409 10415> 

[ Number-Of-Requested- Vectors] 

[ Immediate-Response-Preferred ] 

[ Re-synchronization-Info ] 

*[AVP] 

7.3.13 RAT-Type 

The RAT-Type AVP is of type Enumerated and is used to identify the radio access technology that is serving the UE. 
See 3GPP TS 29.212 [10] for the defined values. 

7.3.14 Number-Of-Requested-Vectors 

The Number-Of-Requested- Vectors AVP is of type Unsigned32. This AVP shall contain the number of AVs the MME 
or SGSN is prepared to receive. 

7.3.15 Re-Synchronization-Info 

The Re- Synchronization-Info AVP is of type OctetString. It shall contain the concatenation of RAND and AUTS. 

7.3.16 Immediate-Response-Preferred 

The Immediate-Response-Preferred AVP is of type Unsigned32. This optional AVP indicates by its presence that 
immediate response is preferred, and by its absence that immediate response is not preferred. If present, the value of this 
AVP is not significant. 

When EUTRAN-AVs and UTRAN- AVs or GERAN- AVs are requested, presence of this AVP within the Requested- 
EUTRAN- Authentication-Info AVP shall indicate that EUTRAN-AVs are requested for immediate use in the 
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MME/SGSN; presence of this AVP within the Requested-UTRAN-GERAN- Authentication-Info AVP shall indicate 
that UTRAN-AVs or GERAN-AVs are requested for immediate use in the MME/SGSN. It may be used by the HSS to 
determine the number of vectors to be obtained from the AuC and the number of vectors downloaded to the MME or 
SGSN. 

7.3.17 Authentication-Info 

The Authentication-Info AVP is of type Grouped. This AVP contains Authentication Vectors. 
AVP format: 

Authentication-Info ::= <AVP header: 1413 10415> 

*[ E-UTRAN- Vector ] 

*[UTRAN- Vector] 

*[GERAN- Vector] 

*[AVP] 

7.3.18 E-UTRAN-Vector 

The E-UTRAN- Vector AVP is of type Grouped. This AVP shall contain an E-UTRAN Vector. 
AVP format: 

E-UTRAN- Vector ::= <AVP header: 1414 10415> 

[ Item-Number ] 

{ RAND } 

{ XRES } 

{ AUTN } 

{ KASME } 

*[AVP] 

7.3.19 UTRAN-Vector 

The UTRAN-Vector AVP is of type Grouped. This AVP shall contain an UTRAN Vector. 
AVP format: 

UTRAN-Vector ::= <AVP header: 1415 10415> 

[ Item-Number ] 

{ RAND } 

{ XRES } 

{ AUTN } 

{ Confidentiality-Key } 

{ Integrity-Key } 

*[AVP] 
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7.3.20 GERAN-Vector 

The GERAN- Vector AVP is of type Grouped. This AVP shall contain a GERAN Vector. 
AVP format: 

GERAN- Vector ::= <AVP header: 1416 10415> 

[ Item-Number ] 

{ RAND } 

{ SRES } 

{Kc} 

*[AVP] 

7.3.21 Network-Access-Mode 

The Network- Access-Mode AVP is of type Enumerated. The following values are defined: 
PACKET_AND_CIRCUIT (0) 
ONLY_CIRCUIT (1) 
ONLY_PACKET (2) 

7.3.22 HPLMN-ODB 

The HPLMN-ODB AVP is of type Unsigned32 and it shall contain a bit mask indicating the HPLMN specific services 
of a subscriber that are barred by the operator. The meaning of the bits is HPLMN specific: 

Table 7.3.22/1 : HPLMN-ODB 



Bit 


Description 





HPLMN specific barring type 1 


1 


HPLIVIN specific barring type 2 


2 


HPLIVIN specific barring type 3 


3 


HPLIVIN specific barring type 4 



If this AVP is present within the Subscription-Data AVP, then the Subscriber-Status AVP shall also be present and set 
to OPERATORDETERMINEDBARRING. 

Upon receiving this AVP, the MME or SGSN shall replace stored HPLMN-ODB data (if any) with the received 
information rather than add the received information to the stored information. Unsupported Barring categories need not 
be stored. 

7.3.23 Item-Number 

The Item-Number AVP is of type Unsigned32. If more than one EPS or UTRAN or GERAN Vector is included within 
one Authentication-Info AVP, the Item-Number AVP shall be present within each Vector. Vectors with lower Item 
Number should be used before Vectors with higher Item Number are used in the MME or SGSN. The Item Number is 
used to order Vectors received within one request. For Vectors received within different requests those received by the 
earlier request should be used before those received by the later request. 



7.3.24 Cancellation-Type 



The Cancellation-Type AVP is of type Enumerated and indicates the type of cancellation. The following values are 
defined: 

MME_UPDATE_PROCEDURE (0) 
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This value is used when the Cancel Location is sent to the previous MME due to a received Update Location message 
from a new MME. 

SGSN_UPDATE_PROCEDURE (1) 

This value is used when the Cancel Location is sent to the previous SGSN due to a received Update Location message 
from a new SGSN. 

SUBSCRIPTION_WITHDRAWAL (2) 

This value is used when the Cancel Location is sent to the current MME or SGSN due to withdrawal of the user"s 
subscription by the HSS operator. 

UPDATE_PROCEDURE_IWF (3) 

This value is used by an IWF when interworking with a pre-Rel-8 HSS. 



7.3.25 DSR-Flags 



The DSR-Flags AVP is of type Unsigned32 and it shall contain a bit mask. The meaning of the bits is defined in table 

7.3.25/1: 



ETSI 



3GPP TS 29.272 version 8.3.0 Release 8 



52 



ETSI TS 129 272 V8.3.0 (2009-06) 



Table 7.3.25/1 : DSR-Flags 



Bit 


Name 


Description 





Regional 

Subscription 

Withdrawal 


This bit, when set, indicates that Regional Subscription shall be 
deleted from the subscriber data. 


1 


Complete APN 
Configuration 
Profile Withdrawal 


This bit, when set, indicates that all EPS APN configuration data 
for the subscriber shall be deleted from the subscriber data. 


2 


Subscribed 
Charging 
Characteristics 
Withdrawal 


This bit, when set, indicates that the Subscribed Charging 
Characteristics have been deleted from the subscription data. 


3 


PDN subscription 
contexts Withdrawal 


This bit, when set, indicates that the PDN subscription contexts 
whose identifier is included in the Context-Identifier AVP shall be 
deleted. 
(Notel) 


4 


STN-SR 


This bit, when set, indicates that the Session Transfer Number 
for SRVCC shall be deleted from the subscriber data. 


5 


Complete PDP 
context list 
Withdrawal 


This bit, when set, indicates that all PDP contexts for the 
subscriber shall be deleted from the subscriber data. 


6 


PDP contexts 
Withdrawal 


This bit, when set, indicates that the PDP contexts whose 
identifier is included in the Context-Identifier AVP shall be 
deleted. 
(Note 2) 


7 


Roaming Restricted 
due to unsupported 
feature 


This bit, when set, indicates that the roaming restriction shall be 
deleted from the subscriber data in the MME or SGSN. 


8 


Trace Data 
Withdrawal 


This bit, when set, indicates that the Trace Data shall be deleted 
from the subscriber data. 


9 


CSG Deleted 


This bit, when set, indicates that the CSG-Subscription-Data 
shall be deleted from the MME or SGSN. 


10 


APN-OI- 
Replacement 


This bit, when set, indicates that the APN-OI-Replacement shall 
be deleted from the subscriber data. 


11 


GMLC List 
Withdrawal 


This bit, when set, indicates that the subscriber's LCS GMLC List 
shall be deleted from the SGSN. 


12 


LCS Withdrawal 


This bit, when set, indicates that the LCS service whose code is 
included in the SS-Code AVP shall be deleted from the SGSN. 


13 


SMS Withdrawal 


This bit, when set, indicates that the SMS service whose code is 
included in the SS-Code AVP or TS-Code AVP shall be deleted 
from the SGSN. 


Note 1 : If the Complete APN Configuration Profile Withdrawal bit is set, this bit should not be set. 

Note 2: If the Complete PDP context list Withdrawal bit is set, this bit should not be set. 

Note 3: Bits not defined in this table shall be cleared by the sending HSS and discarded by the 

receiving MME or SGSN. 
Note 4: Bits 3 and 6 are excluding alternatives and shall not both be set. 



7.3.26 DSA-Flags 



The DSA-Flags AVP is of type Unsigned32 and it shall contain a bit mask. The meaning of the bits is defined in table 
7.3.26/1: 

Table 7.3.26/1: DSA-Flags 



Bit 


Name 


Description 





Network Node area 
restricted 


This bit, when set, shall indicate that the complete Network Node 
area (SGSN area) is restricted due to regional subscription. 


Note: Bits not defined in this table shall be cleared by the sending SGSN and discarded by the 
receiving HSS. 
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7.3.27 Context-Identifier 

The Context-Identifier AVP is of type Unsigned32. 

7.3.28 Void 

7.3.29 Subscriber-Status 

The 3GPP Subscriber Status AVP is of type Enumerated. It shall indicate if the service is barred or granted. The 
following values are defined: 

SERVICE_GRANTED (0) 

OPERATOR_DETERMINED_BARRING (1) 

This AVP shall be present in the Subscription-Data AVP when sent within a ULA. 

It shall also be present in the Subscription-Data AVP, sent within IDR, if the current value in the MME or SGSN needs 
to be changed. 

If the value "OPERATOR_DETERMINED_BARRING" is sent, the Operator-Determined-Barring AVP or HPLMN- 
ODB AVP shall also be present in the Subscription-Data AVP. 

To remove all Operator Determined Barring Categories the Subscriber-Status shall be set to "SERVICE_GRANTED". 

7.3.30 Operator-Determined-Barring 

The Operator-Determined-Barring AVP is of type Unsigned32 and it shall contain a bit mask indicating the services of 
a subscriber that are barred by the operator. The meaning of the bits is the following: 

Table 7.3.30/1 : Operator-Determined-Barring 



Bit 


Description 





All Packet Oriented Services Barred 


1 


Roamer Access HPLMN-AP Barred 


2 


Reamer Access to VPLMN-AP Barred 


3 


Barring of all outgoing calls 


4 


Barring of all outgoing international calls 


5 


Barring of all outgoing international calls 
except those directed to the home PLMN 
country 


6 


Barring of all outgoing inter-zonal calls 


7 


Barring of all outgoing inter-zonal calls 
except those directed to the home PLMN 
country 


8 


Barring of all outgoing international calls 
except those directed to the home PLMN 
country and Barring of all outgoing inter- 
zonal calls 



If this AVP is present within the Subscription-Data AVP, then the Subscriber-Status AVP shall also be present and set 
to OPERATORDETERMINEDBARRING. 

When receiving this AVP the MME or SGSN shall replace stored ODB subscription information (if any) with the 
received information rather than add the received information to the stored information. Unsupported Barring categories 
need not be stored. 

7.3.31 Access-Restriction-Data 

The Access-Restriction-Data AVP is of type Unsigned32 and it shall contain a bit mask where each bit when set to 1 
indicates a restriction.. The meaning of the bits is the following: 



ETSI 



3GPP TS 29.272 version 8.3.0 Release 8 



54 



ETSI TS 129 272 V8.3.0 (2009-06) 



Table 7.3.31/1 : Access-Restriction-Data 



Bit 


Description 





UTRAN Not Allowed 


1 


GERAN Not Allowed 


2 


GAN Not Allowed 


3 


l-HSPA-Evolution Not Allowed 


4 


E-UTRAN Not Allowed 


5 


HO-To-Non-3GPP-Access Not Allowed 



This AVP shall be present within the Subscription-Data AVP sent within a ULA if at least one of the defined 
restrictions applies. 

This AVP shall be present within the Subscription-Data AVP send within an IDR if the information stored in the MME 
or SGSN needs to be modified. 

When receiving this AVP within the Subscription-Data AVP the MME or SGSN shall replace stored information (if 
any) with received information rather than add received information to stored information 

7.3.32 APN-OI-Replacement 

The APN-OI-Replacement AVP is of type UTFSString. This AVP shall indicate the domain name to replace the APN 
01 when constructing the PDN GW FQDN upon which to perform a DNS resolution. See 3GPP TS 23.003 [3]. 

The contents of the APN-OI-Replacement AVP shall be formatted as a character string composed of one or more labels 
separated by dots ("."). 

This AVP may be present in the Subscription-Data AVP sent within a ULA. 

This AVP shall be present in the Subscription-Data AVP sent within an IDR, if the APN-OI-Replacement has been 
added or modified in the HSS. 

When receiving this AVP, the MME or SGSN shall replace the stored information (if any) with the received 
information. 

7.3.33 AII-APN-Configurations-lncluded-lndicator 

The All-APN-Configurations-Included-Indicator AVP is of type Enumerated. The following values are defined: 
A11_APN_CONFIGURATIONS_INCLUDED(0) 
MODIFIED/ADDED. APN_CONFIGURATIONS_INCLUDED ( 1 ) 

7.3.34 APN-Configuration-Profile 

The APN-Configuration-Profile AVP is of type Grouped. It shall contain the information related to the user's subscribed 
APN configurations for EPS. The Context-Identifier AVP within it shall that identify the per subscriber" s default APN 
configuration. 

The AVP format shall conform to: 

APN-Configuration-Profile ::= <AVP header: 1429 10415> 

{ Context-Identifier } 

{ All-APN-Configurations-Included-Indicator } 

1 * { APN-Configuration } 

*[AVP] 

This AVP shall be present with at least the default APN Configuration and a Context-Identifier AVP that identifies the 
per subscriber" s default APN configuration in the Subscription-Data AVP sent within a ULA. 
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This AVP shall be present in the Subscription-Data AVP sent within an IDR if the Context-Identifier associated with 
the default APN configuration or at least one APN-Configuration is added or modified by the HSS. 

The Subscription-Data AVP associated with an IMSI contains one APN-Configuration-Profile AVP. 

Each APN-Configuration-Profile AVP contains one or more APN-Configuration AVPs. 

Each APN-Configuration AVP describes the configuration for a single APN. 

Therefore, the cardinality of the relationship between IMSI and APN is one-to-many. 

When receiving this AVP in a ULA, the MME or SGSN shall delete all the stored APN-Configurations, if there are any, 
and then store all the received APN-Configurations. 

When receiving this AVPin an IDR, the MME or SGSN shall check the ALL-APN-Configurations-Included-Indicator 
value. If it indicates "A11_APN_C0NFIGURATI0NS_INCLUDED", the MME or SGSN shall delete all stored APN- 
Configurations and then store all received APN-Configurations. Otherwise, the MME or SGSN shall check the Context- 
Identifier value of each received APN-Configuration. If the Context-Identifier of a received APN-Configuration 
matches a Context-Identifier of a stored APN-Configuration, the MME or SGSN shall replace the stored APN- 
Configuration with the received APN-Configuration. If the Context-Identifier of a received APN-Configuration does 
not match a Context-Identifier of a stored APN-Configuration, the MME or SGSN shall add the received APN- 
Configuration to the stored APN-Configurations. 

7.3.35 APN-Configuration 

The APN-Configuration AVP is of type Grouped. It shall contain the information related to the user"s subscribed APN 
configurations. The Context-Identifier in the APN-Configuration AVP shall identify that APN configuration. 
Furthermore, the Context-Identifier in the APN-Configuration AVP shall uniquely identify the EPS APN configuration 
per subscription. 

The AVP format shall conform to: 

APN-Configuration::=<AVP header: 1430 10415> 

{ Context-Identifier } 

* 2 [ Served-Party-IP- Address ] 

{ PDN-Type } 

{ Service-Selection} 

[ EPS-Subscribed-QoS Profile ] 

[ VPLMN-Dynamic-Address-Allowed ] 

[MIP6-Agent-Info ] 

[ PDN-GW- Allocation-Type ] 

[ 3GPP-Charging-Characteristics ] 

[ AMBR ] 

*[ Specific- APN-Info ] 

*[ AVP ] 

The AMBR included in this grouped AVP shall include the AMBR associated to this specific APN configuration (APN- 
AMBR). 

The Served-Party-IP- Address AVP may be present 0, 1 or 2 times. The AVP shall contain the IPv4 address, IPv6 
address and/or the IPv6 prefix of the user, if static IP address allocation is used. For the IPv6 prefix, the lower 64 bits of 
the address shall be set to zero. 
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7.3.36 Service-Selection 

The Service-Selection AVP is of type of UTF8 String. This AVP shall contain either the APN Network Identifier (i.e. an 
APN without the Operator Network Identifier), or the wild card value (see 3GPP TS 23.003 [3], clause 9.1, and 3GPP 
TS 23.008 [30], clause 2.3.16). 

The contents of the Service-Selection AVP shall be formatted as a character string composed of one or more labels 
separated by dots ("."). 

This AVP is defined in IETF Draft draft-ietf-dime-mip6-split [20] . 

7.3.37 EPS-Subscribed-QoS-Profile 

The EPS-Subscribed-QoS-Profile AVP is of type Grouped. It shall contain the information related to the user profile 
relevant for EPS. 

AVP format 

EPS-Subscribed-QoS-Profile::=<AVP header: 1431 10415> 

{ QoS-Class-Identifier } 

{ Allocation-Retention-Priority } 

*[AVP] 

7.3.38 VPLMN-Dynamic-Address-Allowed 

The VPLMN Dynamic Address Allowed AVP is of type Enumerated. It shall indicate whether for this APN, the UE is 
allowed to use the PDN GW in the domain of the HPLMN only, or additionally, the PDN GW in the domain of the 
VPLMN.. If this AVP is not present, this means that the UE is not allowed to use PDN GWs in the domain of the 
VPLMN. The following values are defined: 

NOT ALLOWED (0) 

ALLOWED (1) 

7.3.39 STN-SR 

The STN-SR AVP is of type OctetString and shall contain the Session Transfer Number for SRVCC. See 3GPP TS 
23.003 [3] for the definition of STN-SR. This AVP contains an STN-SR, in international number format as described in 
ITU-T Rec E.164 [8], encoded as a TBCD-string. See 3GPP TS 29.002 [24] for encoding of TB CD-strings. 

7.3.40 Allocation-Retention-Priority 

The Alloc ation-Retention-Priorit AVP is of typeGrouped and is defined in 3GPP TS 29.212 [10]. It shall indicate the 
Priority of Allocation and Retention for the corresponding APN configuration. 

AVP format 

Allocation-Retention-Priority: := <AVP header: 1034> 

{ Priority-Level } 

[ Pre-emption-Capability ] 

[ Pre-emption- Vulnerability ] 

7.3.41 AMBR 

The AMBR AVP is of type Grouped. 
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AVP format 

AMBR::=<AVP header: 1435 10415> 

{ Max-Requested-Bandwidth-UL } 
{ Max-Requested-Bandwidth-DL } 
*[AVP] 

7.3.42 M IP-Home-Agent- Address 

The MIP-Home- Agent- Address AVP is of type Address and is defined in IETF RFC 4004 [27]. This AVP shall contain 
either IPv4 or IPv6 address of the PDN-GW and this IP address shall be used as the PDN-GW IP address. 

7.3.43 MIP-Home-Agent-Host 

The MIP-Home-Agent-Host is of type Grouped and is defined in IETF RFC 4004 [27]. This AVP shall contain a FQDN 
of the PDN-GW which shall be used to resolve the PDN-GW IP address using the Domain Name Service function. 

7.3.44 PDN-GW-Allocation-Type 

The PDN-GW-Allocation-Type AVP is of type Enumerated. It shall indicate whether the PDN GW address is statically 
allocated or dynamically selected by other nodes. If this AVP is not present, this means that the address is statically 
allocated. The following values are defined: 

STATIC (0) 

DYNAMIC (1) 

7.3.45 MIP6-Agent-lnfo 

The MIP6- Agent-Info AVP is of type Grouped and is defined in IETF RFC 5447 [26]. This AVP shall contain the 
identity of the PDN-GW. This AVP is used to convey the identity of the PDN-GW between the MME/SGSN and the 
HSS regardless of the specific mobility protocol used (GTP or PMIPv6). 

AVP format 

MIP6-Agent-Info ::= < AVP Header: 486 > 
*2[ MIP-Home- Agent- Address ] 
[ MIP-Home-Agent-Host ] 
[ MIP6-Home-Link-Prefix ] 
*[ AVP ] 

The AVP MIP6-Home-Link-Prefix is not used in S6a/S6d, but it is included here to reflect the complete IETF definition 
of the grouped AVP. 

7.3.46 RAT-Frequency-Selection-Priority-ID 

The RAT-Frequency-Selection-Priority-ID AVP is of type Unsigned32 and shall contain the Subscriber Profile ID for 
RAT/Frequency Priority. For details, see 3GPP TS 23.401 [2] and 3GPP TS 36.413 [19]. 



7.3.47 IDA-Flags 



The IDA-Flags AVP is of type Unsigned32 and it shall contain a bit mask. The meanings of the bits are defined in table 

7.3.47/1: 
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Table 7.3.47/1 : IDA-Flags 



Bit 


Name 


Description 





Network Node area 
restricted 


This bit, when set, shall indicate that the complete Network Node 
area (SGSN area) is restricted due to regional subscription. 


Note: Bits not defined in this table shall be cleared by the sending SGSN and discarded by the 
receiving HSS. 



7.3.48 PUA-Flags 

The PUA-Flags AVP is of type Unsigned32 and it shall contain a bit mask. The meanings of the bits are defined in table 
7.3.48/1: 

Table 7.3.48/1: PUA-Flags 



bit 


name 


Description 





Freeze M-TMSI 


This bit, when set, shall indicate to the MME that the M-TMSI 
needs to be frozen, i.e. shall not be immediately re-used. 


1 


Freeze P-TMSI 


This bit, when set, shall indicate to the SGSN that the P-TMSI 
needs to be frozen, i.e. shall not be immediately re-used. 


Note: Bits not defined in this table shall be cleared by the sending HSS and discarded by the 
receiving MME or SGSN. 



7.3.49 NOR-Flags 



The NOR-Flags AVP is of type Unsigned32 and it contains a bit mask. The meaning of the bits is defined in table 
7.3.49/1: 

Table 7.3.49/1 : NOR-Flags 



bit 


name 


Description 





Single-Registration- 
Indication 


This bit, when set, shall indicate that the HSS shall send a 
Cancel Location message to the current SGSN due to ISR. An 
SGSN shall not set this bit when sending NOR. 


1 


SGSN area 
restricted 


This bit, when set, shall indicate that the complete SGSN area is 
restricted due to regional subscription. 


2 


Ready for SM 


This bit, when set, shall indicate that the UE is present or the UE 
has memory capacity available to receive one or more short 
messages. 


3 


UE Reachable 


This bit, when set, shall indicate that the UE has become 
reachable again. 


Note: Bits not defined in this table shall be cleared by the sending MME or SGSN and discarded 
by the receiving HSS. 



7.3.50 User-Id 

It shall contain the leading digits of an IMSI (i.e. MCC, MNC, leading digits of MSIN, see 3GPP TS 23.003 [3], clause 
2.2). Within a HSS, a User-Id identifies a set of subscribers, each with identical leading IMSI digits. 

7.3.51 Equipment-Status 

The Equipment-Status AVP is of type Enumerated, and shall contain the status of the mobile equipment. The following 
values are defined: 

WHITELISTED (0) 

BLACKLISTED (1) 
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GREYLISTED (2) 



7.3.52 Regional-Subscription-Zone-Code 



The Regional-Subscription-Zone-Code AVP is of type OctetString. Up to 10 zone codes shall all be defined as the 
tracking or routing areas into which the subscriber is allowed to roam. See 3GPP TS 23.003 [3]. 

NOTE: Any internal list of zone code roaming restrictions that may be generated by the MME/SGSN from the 
information in this AVP is an implementation issue only. 

When receiving these AVPs within the Subscription-Data AVP the MME or SGSN shall replace stored Zone Codes (if 
any) with the received information rather than add the received information to the stored information. MMEs and 
SGSNs that do not support regional subscription need not store zone codes. 

7.3.53 RAND 

The RAND AVP is of type OctetString. This AVP shall contain the RAND. See 3GPP TS 33.401 [5]. 

7.3.54 XRES 

The XRES AVP is of type OctetString. This AVP shall contain the XRES. See 3GPP TS 33.401 [5]. 

7.3.55 AUTN 

The AUTN AVP is of type OctetString. This AVP shall contain the AUTN. See 3GPP TS 33.401 [5]. 

7.3.56 KASME 

The KASME AVP is of type OctetString. This AVP shall contain the K_ASME. See 3GPP TS 33.401 [5]. 

7.3.57 Confidentiality-Key AVP 

The Confidentiality-Key is of type OctetString, and shall contain the Confidentiality Key (CK). 

7.3.58 Integrity-Key AVP 

The Integrity-Key is of type OctetString, and shall contain the Integrity Key (IK). 

7.3.59 Kc AVP 

The Kc-Key is of type OctetString, and shall contain the Ciphering Key (Kc). 

7.3.60 SRES 

The SRES AVP is of type OctetString. This AVP shall contain the SRES. See 3GPP TS 33.102 [18]. 

7.3.61 Void 

7.3.62 PDN-Type 

The PDN-Type AVP is of type Enumerated and indicates the address type of PDN. The following values are defined: 
IPv4 (0) 
IPv6 (1) 
IPv4v6 (2) 
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7.3.63 Trace-Data AVP 

The Trace-Data AVP is of type Grouped. This AVP shall contain the information related to trace function. 
AVP format 

Trace-Data ::= <AVP header: 1458 10415> 

{ Trace-Reference } 

{ Trace-Depth-List } 

{ Trace-NE-Type-List } 

[Trace-Interface-List] 

{ Trace-Event-List } 

[OMC-Id] 

{ Trace-Collection-Entity } 

*[AVP] 

7.3.64 Trace-Reference AVP 

The Trace-Reference AVP is of type OctetString. This AVP shall contain the concatenation of MCC, MNC and Trace 
ID, where the Trace ID is a 2 byte Octet String. See 3GPP TS 32.422 [23]. The content of this AVP shall be encoded as 
octet strings according to table 7.3.64-L Bits 1111 shall be used as filler when MCC or MNC have less than 3 digits. 

Table 7.3.64/1 : Encoding format for Trace-Reference AVP 
8 7 6 5 4 3 2 1 



MCC digit 2 


MCC digit 1 


octet 1 


MNC digit 3 


MCC digit 3 


octet 2 


MNC digit 2 


MNC digit 1 


octet 3 


Trace ID 


octet 4 
octet 5 



7.3.65 Trace-Depth-List AVP 

The Trace-Depth-List AVP is of type Grouped. It shall contain the list of depths of trace per network element type. 
AVP format 

Trace-Depth-List ::= <AVP header: 1460 10415> 
1 * { Trace-Depth-Per-NE-Type } 
*[AVP] 

7.3.66 Network-Element-Type AVP 

The Network-Element-Type AVP is of type Enumerated. It shall contain the type of the network element. The 
following values are defined: 
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MME (0) 
SGSN (1) 
Serving GW (2) 
PDN GW (3) 
eNodeB (4) 
RNC (5) 

7.3.67 Trace-Depth AVP 

The Trace-Depth AVP is of type Enumerated. The possible values are those defined in 3GPP TS 32.422 [23] for Trace 
Depth. 

7.3.68 Trace-NE-Type-List AVP 

The Trace-NE-Type-List AVP is of type OctetString. Octets are coded according to 3GPP TS 32.422 [23]. 

7.3.69 Trace-Interface-List AVP 

The Trace-Interface-List AVP is of type OctetString. Octets are coded according to 3GPP TS 32.422 [23]. 

7.3.70 Trace-Event-List AVP 

The Trace-Event-List AVP is of type OctetString. Octets are coded according to 3GPP TS 32.422 [23]. 

7.3.71 OMC-ld AVP 

The OMC-Id AVP is of type OctetString. Octets are coded according to 3GPP TS 29.002 [24]. 

7.3.72 GPRS-Subscription-Data 

The GPRS -Subscription-Data AVP is of type Grouped. It shall contain the information related to the user profile 
relevant for GPRS. 

AVP format: 

GPRS-Subscription-Data ::= <AVP header: 1467 10415> 

{ Complete-Data-List-Included-Indicator } 

l*{PDP-Context} 

*[AVP] 

7.3.73 Complete-Data-List-lncluded-lndicator 

The Complete-Data-List-Included-Indicator AVP is of type Enumerated. The following values are defined: 
A11_PDP_C0NTEXTS_INCLUDED (0) 
MODIFIED/ADDED_PDP CONTEXTSJNCLUDED (1) 

7.3.74 PDP-Context 

The PDP-Context AVP is of type Grouped. 
AVP format 
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PDP-Context::=<AVP header: 1469 10415> 
{ Context-Identifier } 
{ PDF-Type } 
[ PDF- Address ] 
{ QoS-Subscribed } 

[ VFLMN-Dynamic-Address-Allowed ] 
{ Service-Selection } 
[3GFF-Charging-Characteristics] 
*[AVF] 

7.3.75 PDP-Type 

The FDF-Type AVF is of type OctetString. Octets are coded according to 3GFF TS 29.002 [24]. 

7.3.76 Void 



7.3.77 QoS-Subscribed 

The QoS-Subscribed AVF is of type OctetString. Octets are coded according to 3GFF TS 29.002 [24] (octets of QoS- 
Subscribed, Ext-QoS-Subscribed, Ext2-QoS-Subscribed and Ext3 -QoS-Subscribed values are concatenated). 



7.3.78 CSG-Subscription-Data 

The CSG-Subscription-Data AVF is of type Grouped. This AVF shall contain the CSG-Id and optionally an associated 
expiration date. 

AVF format 

CSG-Subscription-Data ::= <AVF header: 1436 10415> 

{ CSG-Id } 

[ Expiration-Date ] 

*[AVF] 

7.3.79 CSG-Id 

The CSG-Id-Data AVF is of type Unsigned32. Values are coded according to 3GFF TS 23.003 [3]. Unused bits (least 
significant) shall be padded with zeros. 

7.3.80 Expiration-Date 

The Expiration-Date AVF is of type Time (see IETF RFC 3588 [4]) and contains the point in time when subscription to 
the CSG-Id expires. 

7.3.81 Roaming-Restricted-Due-To-Unsupported-Feature 

The Roaming-Restricted-Due-To-Unsupported-Feature AVF is of type Enumerated and indicates that roaming is 
restricted due to unsupported feature. The following value is defined: 
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Roaming-Restricted-Due-To-Unsupported-Feature (0) 



7.3.82 Specific-APN-lnfo AVP 



The Specific-APN-lnfo AVP is of type Grouped. It shall only be present in the APN configuration when the APN is a 
wild card APN. It shall contain the APN which is not present in the subscription context but the UE is authorized to 
connect to and the identity of the registered PDN-GW. 

The AVP format shall conform to: 

Specific-APN-lnfo: := <AVP header: 1472 10415> 

{ Service-Selection } 

{ MIP6-Agent-Info } 

*[ AVP ] 

7.3.83 Alert-Reason AVP 

The Alert-Reason AVP is of type Enumerated. The following values are defined: 
UE_PRESENT (0) 
UE_MEMORY_AVAILABLE (1) 

7.3.84 LCS-lnfo 

The LCS-lnfo AVP is of type Grouped. This AVP shall contain the following LCS related information for a subscriber: 

- list of GMLCs in the HPLMN that are permitted to issue a call/session unrelated or call/session related MT-LR 
location request for this UE; 

- privacy exception list; 

- MO-LR Hst. 
AVP format 

LCS-lnfo ::= <AVP header: 1473 10415> 
*[ GMLC- Address ] 
*[ LCS-PrivacyException ] 
*[ MO-LR ] 
*[AVP] 

7.3.85 GMLC-Address 

The GMLC-Address AVP is of type OctetString. This AVP shall contain the ISDN number of the GMLC. For further 
details on the encoding of this AVP, see 3GPP TS 23.003[3]. 



7.3.86 LCS-PrivacyException 



The LCS-PrivacyException AVP is of type Grouped. This AVP shall contain the classes of LCS Client that are allowed 
to locate any target UE. 

AVP format 

LCS-PrivacyException ::= <AVP header: 1475 10415> 

I SS-Code j 
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{ SS-Status } 

[ Notification-To-UE-User ] 

*[ External-Client ] 

*[ PLMN-Client ] 

*[ Service-Type ] 

*[AVP] 

7.3.87 SS-Code 

The SS-Code AVP is of type OctetString. Octets are coded according to 3GPP TS 29.002 [24]. 

7.3.88 SS-Status 

The SS-Status AVP is of type OctetString. Octets are coded according to 3GPP TS 29.002 [24]. For details, see 3GPP 
TS 23.011 [29]. 

7.3.89 Notification-To-UE-User 

The Privacy-Notification-UE-User AVP is of type Enumerated. The following values are defined: 
NOTIFY_LOCATION_ALLOWED (0) 

NOTIFYAND VERIF Y_LOC ATION_ALLOWED_IF_NO_RESPONSE ( 1 ) 
NOTIFY AND VERIFY_LOCATION_NOT_ALLOWED_IF_NO_RESPONSE (2) 
LOCATION_NOT_ALLOWED (3) 

7.3.90 External-Client 

The External-Client AVP is of type Grouped. This AVP shall contain the identities of the external clients that are 
allowed to locate a target UE for a MT-LR. 

AVP format 

External-Client ::= <AVP header: 1479 10415> 

{ Client-Identity } 

[ GMLC-Restriction ] 

[ Notification-To-UE-User ] 

*[AVP] 

7.3.91 Client-Identity 

The Client-Identity AVP is of type OctetString and it shall contain the ISDN number of the external client. For further 
details on the encoding of this AVP, see 3GPP TS 23.003 [3]. 

7.3.92 GMLC-Restriction 

The GMLC-Restriction AVP is of type Enumerated. The following values are defined: 
GMLC_LIST (0) 
HOME_COUNTRY (1) 
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7.3.93 PLMN-Client 

The PLMN-Client AVP is of type Enumerated. The following values are defined: 
BROADCAST_SERVICE (0) 
0_AND_M_HPLMN (1) 
0_AND_M_VPLMN (2) 
ANONYMOUS_LOCATION (3) 
TARGET_UE_SUBSCRIBED_SERVICE (4) 

7.3.94 Service-Type 

The Service-Type AVP is of type Grouped. This AVP shall contain the identities of the service type of the clients that 
are allowed to locate a target UE for an MT-LR. 

AVP format 

External-Client ::= <AVP header: 1483 10415> 

{ ServiceTypeldentity } 

[ GMLC-Restriction ] 

[ Notification-To-UE-User ] 

*[AVP] 

7.3.95 ServiceTypeldentity 

The ServiceTypeldentity AVP is of type Unsigned32. For details on the values of this AVP, see 3GPP TS 29.002 [24]. 

7.3.96 MO-LR 

The MO-LR AVP is of type Grouped. This AVP shall contain the classes of MO-LR for which a subscription exists for 
a particular UE. 

AVP format 

MO-LR ::= <AVP header: 1485 10415> 

{ SS-Code } 

{ SS-Status } 

*[AVP] 

7.3.97 Trace-Depth-Per-NE-Type AVP 

The Trace-Depth-Per-NE-Type AVP is of type Grouped and it shall contain the Network-Element-Type that is involved 
in a session trace, and the corresponding depth of trace for the specified Network-Element-Type. 

AVP format 

Trace-Depth-Per-NE-Type ::= <AVP header: 1451 10415> 

{ Network-Element-Type } 

{Trace-Depth} 

*[AVP] 
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7.3.98 Trace-Collection-Entity AVP 



The Trace-collection-Entity AVP is of type Address and contains the IPv4 or IPv6 address of the Trace Collection 
Entity, as defined in 3GPP TS 32.422 [23], clause 5.9. 

7.3.99 Teleservice-List 

The Teleservice-List AVP is of type Grouped. This AVP shall contain the service codes for the short message related 
teleservice for a subscriber: 

AVP format 

Teleservice-List ::= <AVP header: 1486 10415> 

1 * {TS-Code }*[AVP] 

7.3.100 TS-Code 

The TS-Code AVP is of type OctetString. Octets are coded according to 3GPP TS 29.002 [24]. 



7.3.101 Call-Barring-lnfor-List 



The Call-Barring-lnfor-List AVP is of type Grouped. This AVP shall contain the service codes for the short message 
related call barring services for a subscriber: 

AVP format 

Call-Barring-lnfor-List ::= <AVP header: 1488 10415> 

1 * { SS-Code } 

* [ AVP ] 

7.3.102 SGSN-NumberAVP 

The SGSN-Number AVP is of type OctetString and it shall contain the ISDN number of the SGSN. For further details 
on the encoding of this AVP, see 3GPP TS 23.003[3]. 

7.3.103 IDR-Flags 

The IDR-Flags AVP is of type Unsigned32 and it shall contain a bit mask. The meaning of the bits shall be as defined 
in table 7.3.103/1: 

Table 7.3.1 03/1: IDR-Flags 



bit 


name 


Description 





UE Reachability 
Request 


This bit when set shall indicate to the MME that the HSS is 
awaiting a Notification of UE Reachability. 


Note: Bits not defined in this table shall be cleared by the sending HSS and discarded by the 
receiving MME. 



7.4 Result-Code and Experimental-Result Values 
7.4.1 General 

This section defines result code values that shall be supported by all Diameter implementations that conform to this 
specification. 
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7.4.2 Success 

Result codes that fall within the Success category shall be used to inform a peer that a request has been successfully 
completed. The Result-Code AVP values defined in Diameter Base Protocol RFC 3588 [4] shall be applied. 

7.4.3 Permanent Failures 

Errors that fall within the Permanent Failures category shall be used to inform the peer that the request has failed, and 
should not be attempted again. The Result-Code AVP values defined in Diameter Base Protocol RFC 3588 [4] shall be 
applied. When one of the result codes defined here is included in a response, it shall be inside an Experimental-Result 
AVP and the Result-Code AVP shall be absent. 

7.4.3.1 DIAMETER_ERROR_USER_UNKNOWN (5001) 

This result code shall be sent by the HSS to indicate that the user identified by the IMSI is unknown 

7.4.3.2 DIAMETER_ERROR_UNKNOWN_EPS_SUBSCRIPTION (5420) 

This result code shall be sent by the HSS to indicate that no EPS subscription is associated with the IMSI. 

7.4.3.3 DIAMETER_ERROR_RAT_NOT_ALLOWED (5421) 

This result code shall be sent by the HSS to indicate the RAT type the UE is using is not allowed for the IMSI. 

7.4.3.4 DIAMETER_ERROR_ROAMING_NOT_ALLOWED (5004) 

This result code shall be sent by the HSS to indicate that the subscriber is not allowed to roam within the MME or 
SGSN area. 

7.4.3.5 DIAMETER_ERROR_EQUIPMENT_UNKNOWN(5422) 

This result code shall be sent by the FIR to indicate that the mobile equipment is not known in the FIR. 

7.4.4 Transient Failures 

Result codes that fall within the transient failures category shall be used to inform a peer that the request could not be 
satisfied at the time it was received, but may be able to satisfy the request in the future. The Result-Code AVP values 
defined in Diameter Base Protocol RFC 3588 [4] shall be applied. When one of the result codes defined here is included 
in a response, it shall be inside an Experimental-Result AVP and the Result-Code AVP shall be absent. 

7.4.41 DIAMETER_AUTHENTICATION_DATA_UNAVAILABLE (4181) 

This result code shall be sent by the HSS to indicate that an unexpectedly transient failure occurs. The requesting node 
can try the request again in the future. 



8 User identity to HSS resolution 



The User identity to HSS resolution mechanism enables the MME, SGSN (for non-roaming case) or Diameter 
Relay/proxy agents in the home network (for roaming case) to find the identity of the HSS that holds the subscriber data 
for a given user identity when multiple and separately addressable HSSs have been deployed in the home network. The 
resolution mechanism is not required in networks that utilise a single HSS. 

This User identity to HSS resolution mechanism may rely on routing capabilitites provided by Diameter and be 
implemented in the home operator network within dedicated Diameter Agents (Redirect Agents or Proxy Agents) 
responsible for determining the HSS identity based on the provided user identity. If this Diameter based implementation 
is selected by the Home network operator, the principles described below shall apply. 
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In non-roaming case, in networks where more than one independently addressable HSS are deployed in the home 
network, each MME and SGSN shall be configured with the address/identity of a Diameter Agent (Redirect Agent or 
Proxy Agent) implementing this resolution mechanism. 

For support of roaming case. Diameter Relay agents and/or Diameter Proxy agents in the home network receiving the 
Diameter signalling from visited networks shall be configured with the address/identity of a Diameter Agent (Redirect 
Agent or Proxy Agent) implementing this resolution mechanism. 

To get the HSS identity that holds the subscriber data for a given user identity in the home network, the Diameter 
request normally destined to the HSS shall be sent to a pre-configured address/identity of a Diameter agent supporting 
the User identity to HSS resolution mechanism. 

- If this Diameter request is received by a Diameter Redirect Agent, the Diameter Redirect Agent shall determine 
the HSS identity based on the provided user identity and shall return a notification of redirection towards the 
HSS identity, in response to the Diameter request. Multiple HSS identities may be included in the response, as 
specified in IETF RFC 3588 [4]. In such a case, the requesting Diameter entity shall send the Diameter request to 
the first HSS identity in the ordered list received in the Diameter response from the Diameter Redirect Agent. If 
no successful response to the Diameter request is received, the requesting Diameter entity shall send a Diameter 
request to the next HSS identity in the ordered list. This procedure shall be repeated until a successful response 
from an HSS is received. After the user identity to HSS resolution, the MME or the SGSN shall store the 
determined HSS identity/name/Realm and shall use it in further Diameter requests to the same user identity. 

If this Diameter request is received by a Diameter Proxy Agent, the Diameter Proxy Agent shall determine the 
HSS identity based on the provided user identity and shall forward the Diameter request directly to the HSS. 

In roaming case, whereas a Diameter Relay Agent is stateless, a stateful Diameter Proxy Agent in the home network 
may store the determined HSS identity/name/Realm and use it in further Diameter requests associated to the same user 
identity. 

NOTE: Alternatives to the user identity to HSS resolution Diameter based implementation are outside the scope 
of this specification. 
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